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1.0 BACKGROUND AND INTRODUCTION
Parking is one of the most sensitive issues in a
development and site planning process. Community
residents often see parking as their right, while local
merchants look at it as their economic lifeline. At the
same time, opening up large areas for new parking is
often very difficult given the cost of land acquisition, or
community opposition to loss of open space. These
factors ensure that providing parking that works for
everyone remains a primary challenge for municipalities.
In the spring of 2014, the Framingham Planning Board engaged Howard/Stein-Hudson
Associates to prepare a new Off-Street Parking Zoning Bylaw for the Town. The objective of
this project is to:
•
•
•
•

Analyze the existing parking zoning provisions;
Educate the Board on current off-street parking best practices and municipal case
studies;
Assess applicability for innovative zoning techniques relative to the current
developable land constraints, and business growth in the commercial districts; and
Produce off-street parking zoning language and implementation strategies.

Alternative parking standards recommended in this study take into consideration
Framingham’s distinct historic settlement patterns and current development characteristics.
This includes the vehicular traffic and parking demands generated by both for local residents,
as well as the many regional employees, students, shoppers, and other visitors. The Board
understands that achieving consensus among property owners, business owners, and other
stakeholders on any significant changes to parking regulations and policies may be a
challenge.
As important as off-street parking regulations are, other best practices must also be
embraced, particularly in the downtown area. Such techniques include providing and
managing public parking in a sustainable manner by: maximizing parking efficiency through
shared use and demand management; balancing the distribution of public and private
parking; utilizing up-to-date meter technology; varying meter time limits to respond to
differing parking needs; considering structuring parking where there is a clear and dedicated
utilization plan; and shared parking before attempting to create new parking. If additional
parking is deemed necessary and appropriate, it must be integrated with its surroundings
through the use of environmentally sensitive landscaping and low impact development
techniques. In evaluating the parking challenges and opportunities in Framingham, this study
considers the following issues and potential future strategies:
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Modifying requirements to accommodate mixed-uses within certain districts (including
future transit-oriented development in the downtown area);
Managing parking supply through the use of shared-parking to reduce overall
requirements;
Determining the feasibility of retrofitting targeted redevelopment sites with infill
development where parking is clearly excessive and underutilized;
Determining locations where added structured parking might be appropriate;
Determining how effectively time limits on parking meters allow for proper turnover of
short-term spaces for customers, and long-term spaces for employees;
Determining how all-day commuter parking should being accommodated so as not to
conflict with short-term shopper parking;
Accommodating bicycle parking, especially in the downtown and neighborhood
centers; and
Potential for sustainable paving and landscaping techniques for new or retrofitted lots.

In Massachusetts towns such as Framingham, which have a distinct and historic downtown,
major corporate business parks, and regional commercial corridors, dealing with vehicular
traffic and parking both for local residents as well as the many employees, students, visitors is
a particular challenge. While considerable attention has been paid to this issue over the
years including the recently completed town-wide Master Plan and downtown revitalization
studies, the Town now needs an up-to-date, comprehensive look at off-street parking
regulations in the context of existing and future demands in all zoning districts.
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PARKING CHALLENGES AND OPPORTUNITIES

2.1 GENERAL CONDITIONS AND TRENDS

Community Context, Land Use Patterns, and Development Characteristics

The Town of Framingham is located in Middlesex County approximately 20 miles west of
Boston with a population of over 68,000 and land base of 26 square miles. The town is
bordered by Sudbury and Wayland to the north; Natick on the east; Sherborn and Ashland to
the south; and Marlborough and Southborough to the west. The Town’s settlement pattern
include a broad range of building types and uses such as single and multi-family
neighborhoods, village and neighborhood commercial centers, downtown, educational
institutions, industrial complexes, and significant business park and highway commercial
development corridors.
The town is bisected east-west by the Massachusetts Turnpike with Exit 12 and 13 providing
direct access to Framingham and serving as focal points for large scale commercial retail and
business park developments. State Routes 9 and 30 (Worcester Road) also bisect the town
east-west and serve as a significant regional commercial retail corridor with convenient
access to the Mass. Pike. State Route 135 (Waverly Street) bisects the Town east to west and
serves as a primary arterial through downtown Framingham. State Route 126 (Concord Street
and Hollis Street) bisect Framingham north-south and serves as downtown’s “main street”.
The Town’s transportation system is enhanced by the Framingham/Worcester MBTA
commuter rail line and regional bus transit service. The commuter rail station is located on
Waverly Street (Route 135) in center of downtown Framingham. Commuter rail and transitoriented development is considered a key strategy in the revitalization process of downtown
Framingham.
Relevant Plans, Reports and Studies

Considerable attention has been paid to parking issues over the years through various plans
and studies. Recent planning reports that address community development issues such as
parking include the Framingham Master Plan (2012) and the Framingham Parking Study
(2009). The Framingham Master Plan identified three growth areas – Exit 12, Exit 13, and
Downtown, and the supply and management of parking to support these districts is a key
strategy. The downtown center growth area is focused on the expansion of commercial
businesses such as restaurants and retail, as well as transit-oriented mixed use development.
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However, the current parking zoning regulations do not allow for shared parking, and valet
parking, and on-site parking requirements are very high which and not attainable on the
small downtown lots. To address these issues and fulfill the potential in the designated growth
centers, the Town is prepared to substantially update and revise off-street parking regulations,
in order to reflect the existing and future demands in the established village and
neighborhood centers, business parks, and commercial corridors.
The Framingham Parking Study (BETA Group, June, 2009) assessed public on-street parking
availability, demand characteristics in different sections of town, and the effectiveness of
Framingham’s existing parking policies and regulations (not zoning). Specifically, the study
examined the Town’s existing town-wide, two-hour parking limit, which prohibits parking for
more than two hours on every street in town and prohibits overnight parking. As part of this
study, an accumulation/duration survey was conducted at ten locations around the downtown
area. The field survey also included an overnight observation of on-street parking to assess
existing parking usage.
The two major findings of the accumulation/duration survey were that, with few exceptions,
the on-street capacity is not challenged by demand, and that motorists generally observe the
two-hour parking limit during the day. In addition, overnight observations indicated that,
while some motorists were parking overnight on the streets, this is not a rampant problem.
Cases in which violations of the two-hour limit were significant have been addressed with
potential exceptions to the recommendations. Key recommendations from the study include:
Downtown Area
• Extend parking meters and within public parking lots. Include the “free parking for ten
minute” feature.
• Activate parking meters for weekday use, from 8:00 AM to 6:00 PM, with parking
permitted on weekends.
• Signage to indicate four-hour parking in outskirts of the Downtown
• Add parking lots to fully absorb commuter parking
• Provide clear routes to destination parking areas
• Create an attractive and distinctive wayfinding signage system
• Remove all existing signs that are inconsistent with current regulations
Areas Outside the Downtown
• The Winter Parking Ban should be retained as is.
• The Winter Emergency Ban should be retained as is.
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A Town-wide Overnight Ban should be implemented (2:00 AM to 5:00 AM), with
some exceptions in designated densely populated areas. A designated area has been
identified for a pilot program.
The Town-wide Two Hour Limit should be eliminated outside of the Downtown area.
Four specific destination areas have been identified for exceptions, including the
Framingham Union Hospital Area, the Framingham High School area, the
Framingham Center/State College area, and the Danforth Building area.

Kick-Off Meeting with Town Staff

A kick-off meeting with Town officials was conducted at the beginning of the process to define
the specific objectives of new off-street parking standards based on current trends and
conditions, resident and business concerns, community planning and development goals, and
other related factors. This meeting provided an opportunity for the consulting team to meet
local officials and share experiences in addressing similar parking issues in comparable
communities.
The parking challenges and opportunities identified by town officials were as follows:
•
•
•
•
•

•
•

The Planning Board is getting a lot of request for waivers and granting exemptions
from the parking requirements as they appear to be too high for many types of uses.
The Zoning Ordinance is being re-codified as many sections are inconsistent and
unclear as to what applicable regulations are; parking is an example of this.
Special circumstances must be determined by the Planning Board in granting a
parking waiver.
A balance in landscaping, parking and development opportunity needs to be
addressed in the new standards.
Based on the current standards, development along the Route 9 corridor have a lot of
internal landscaping in the parking lots (Building Inspector’s opinion) which takes up
too much parking and blocks visibility on the end of the aisles (review Section 4 I and
4 K regarding trees and shrubs).
Currently “one size fits all for parking”, the same requirements apply to large scale
commercial and corporate development as they do for downtown.
All parking requirements in the ordinance should be integrated into the new parking
bylaw (i.e. Section 3.41 Tech Park).
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Revised parking requirements should focus on provisions for bike parking and the
table of parking requirements by use.
Off-site parking needs to be addressed (build in flexibility such as satellite parking).
In the Central Business District:
o Allowing the Building Commissioner to waive parking requirements puts him in
an uncomfortable position.
o Special permits are required for all restaurants which is a deterrent to
revitalization.
o TOD overlay district is a critical revitalization strategy and parking needs to be
integrated into the planning process.
o Public parking is available but not counted against on-site requirements, which
is a deterrent to revitalization and business development.
Electric car charger stations and car sharing services such as Zip Car are not factored
into on-site parking requirements.
There are no parking requirements for institutions such as Framingham State University
or Bay State College.
The drive aisle requirements (24 foot minimum currently) should be evaluated.
Compact space requirements are unfavorable to the Planning Board and
handicapped spaces are underutilized.
No tandem or valet parking is allowed in the current regulations.
There are no provisions for alternative energy or stormwater best practices such as
solar panels, wind turbines, previous pavement, bioswales, or other low impact design
in the current parking standards.
Current drive-thru standards make it difficult to integrate into site planning and take
up a lot of space (i.e. McDonalds)
There are no parking placement standards that require surface lots to be behind or to
the side of the primary building to improve the pedestrian environment and access.

2.2. PARKING FOCUS AREAS ASSESSMENT
Observations parking supplies (both public and private) were made for selected sited within
the following parking focus areas:
•
•
•

Downtown
Golden Triangle
Route 9 Corridor
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Exit 12 Office Parks
9/90 Tech Park/Exit 13
Neighborhood Shopping Centers in Saxonville, Nobscot and Mt. Wayte districts.

These focus areas and existing development site case studies where then compared to the
existing development and parking characteristics to the current parking bylaw requirements as
well as the potential reuse, rehabilitation, expansion or redevelopment as applicable to the
given sites. The table below summarizes the results of this analysis.
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FRAMINGHAM PARKING FOCUS AREAS - EXISTING DEVELOPMENT CASE STUDIES
Location

Street

District

Pinefield Plaza
Shoppers World/Kohls
TJX Companies
Lowes
Target/Panera
AMC Cinema
Walmart
Stop & Shop Super Market
BJ Wholesale Club
Whole Foods/Starbucks
Bose Corporation
Building 1
Building 2
Building 3
Genzyme Science Center
Building 1
Building 2
Building 3
Building 4
Building 5
Building 6
Building 7
Building 8
Building 9
Building 10
Staples Headquarter
Building 1
Building 2
Building 3
Parcel (forested)
Nobscot Shopping Plaza
SSVP Shopping Plaza

Nicholas Road
1 Worcester Road
156 Speen Street (off Rt 30)
Cochituate Rd (Rt 30)
Cochituate Rd (Rt 30)
5 Flutie Pass
Worcester Rd (Rt 9)
225 Old Connectcut Path (Rt 126)
440 Cochituate Road (Rt 30)
11 Prospect Street (at Worcester Rd Rt 9/30)

Saxonville
Golden Triangle/Exit 13
Golden Triangle/Exit 13
Golden Triangle/Exit 13
Golden Triangle/Exit 13
Golden Triangle/Exit 13
Golden Triangle/Exit 13
Golden Triangle/Exit 13
Golden Triangle/Exit 13
Route 9 Corridor
9/90 Tech Park
9/90 Tech Park
9/90 Tech Park
9/90 Tech Park
9/90 Tech Park
9/90 Tech Park
9/90 Tech Park
9/90 Tech Park
9/90 Tech Park
9/90 Tech Park
9/90 Tech Park
9/90 Tech Park
9/90 Tech Park
9/90 Tech Park
9/90 Tech Park
9/90 Tech Park
9/90 Tech Park
9/90 Tech Park
9/90 Tech Park
9/90 Tech Park
Nobscot
Mt. Wayte

100 The Mountain Road
115 Pennsylvania Ave
145 Pennsylvania Ave
1 The Mountain Rd
5 The Mountain Rd
10 California Ave
2 New York Ave
31 New York Ave
45 New York Ave
49 New York Ave
51 New York Ave
55 New York Ave
74 New York Ave
100 Staples Drive
200 Staples Drive
500 Staples Drive
225 Crossing Blvd
772 Water Street
480 Franklin Street

Source: Town of Framingham Assessors Records
http://www.desman.com/work/corporate/genzyme-parking-garage.php
Source for number of spots in Genzyme Garage

Building
Total Surface
Total Garage
Parking per
Surface
GFA
Land Area Year Built Land Use Code
Parking Spaces Parking Spaces Building GFA
Area (SF)
39,450
6.65
1955 323 - Shopping Center/Mall
477
82.7
143,100
698,119
167.68
1994-97 323 - Shopping Center/Mall
3,386
206.2 1,015,800
221,802
9.55
340 - General Office
1,480
149.9
444,000
144,924
20
1964 321 - Retail
544
266.4
163,200
173,679
28.4
1978 323 - Shopping Center/Mall
762
227.9
228,600
85,000
43.44
1995 362 - Theater
806
105.5
241,800
104,480
11.24
1966 323 - Shopping Center/Mall
496
210.6
148,800
88,546
18.82
1994 324 - Supermarket
493
179.6
147,900
115,334
21.94
1993 323 - Shopping Center/Mall
639
180.5
191,700
29,070
8.24
1962 324 - Supermarket
236
123.2
70,800
692,737
53.44
404 - Res & Dev Facility
1,095
632.6
328,500
495,402
32.91
1972,96 404 - Res & Dev Facility
59,581
4.31
1964 316 - Storage, Warehouse, Distribution
137,754
16.22
1973 404 - Res & Dev Facility
1,276,321
48.67
404 - Res & Dev Facility
130
625
9,818
39,000
179,000
4.34
1988 404 - Res & Dev Facility
118,554
6.34
1988 340 - General Office
62,254
4.71
1973 402 - Office Bldg w/Manu.
101,616
5.54
1975 404 - Res & Dev Facility
35,513
3.51
1983 404 - Res & Dev Facility
86,288
2.86 1978-2001 404 - Res & Dev Facility
163,604
1.70
2006 404 - Res & Dev Facility
17,158
1.14
2007 404 - Res & Dev Facility
27,648
2.75
2006 400 - Manufacturing Operation
484,686
15.78
70,79,09 404 - Res & Dev Facility
1,140,486
161
340 - General Office
2,230
511
669,000
151,190
22.42
1999 340 - General Office
55,000
6.88
2005 340 - General Office
934,296
95.86
1998,99 340 - General Office
0
35.55
340 - General Office
56,602
12.28
1960 323 - Shopping Center/Mall
202
280.2
60,600
50,385
6.09
1976 323 - Shopping Center/Mall
322
156.5
96,600

Description
Older Strip Commercial Plaza
Lifestyle Center; Parcel 1003440010800200
Corporate Office Headquarters
Home Improvement Center
Department Store
Large Theater Complex
Department Store
Supermarket
Department Store
Supermarket (includes Starbucks land area)
Corporate Office Headquarters/R&D

Comments
No pedestrian accomodations or landscaping whatsoever
Crosswalks, some paths in between spaces, good landscaping with planters between sets of spaces
Good landscaping, no real pedestrian accomodations
Parking on the roof, landscaping, no pedestrian accomodations
Trees and grass between some rows, path on the side from where the sidewalk continues for peds

R&D Facility

Mostly garage parking

Some landscaping, very little pedestrian accomodations
Landscaping on ends of rows and in between, special crosswalks leading from HC spaces to building
Trees at the ends of rows, little else for pedestrians
Plenty of trees, good crosswalks, speed bumps, and a reasonable number of spaces
Sprawling place, has spotty landscaping, good paths and crosswalks for pedestrians however

Corporate Office Headquarters

Older Strip Commercial Plaza
Older Strip Commercial Plaza

Little to no landscaping, special handicap access crosswalks
No landscapping or ped accomodations
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Downtown
Downtown Framingham’s pedestrian environment has been improving in recent years with
streetscape enhancements and traffic calming treatments, and there are large neighborhoods
within a comfortable walking and biking distance of the center, allowing nearby residents to
access the district without the use of a car. Downtown Framingham also has several civic
buildings and spaces such as Town Hall, Police Department, Public Library, Danforth Art
Museum, Performing Arts Center of MetroWest, MBTA commuter rail station, Post Office,
Downtown Commons, and several faith-based and social service organizations. There are
several key revitalization projects and initiatives taking place in Downtown Framingham:
•

•

The Downtown Transit-Oriented Development (TOD) study is underway which is being
administered by MAPC with the Town, and funded by MassDOT. This plan will
evaluate the market feasibility and development opportunities created by the
construction of a grade separation of rail at the Route 126 and 135 intersection and
multimodal improvements needed to support future development. The vision is to
make downtown a re-energized, walkable, and mixed use core. This includes
rezoning of the downtown area for higher density, mixed use TOD where appropriate.
MassBay College is planning a downtown campus and is currently in the design
stages. It is anticipated that the college will bring new investment into the downtown
area as well as cultural venues, jobs and students.

Given the traditional development patterns of Downtown Framingham, there are numerous
opportunities for parking requirement reductions through the use of shared parking, satellite
parking, and availability of public parking. For example, there is a significant amount of onstreet public parking which is in close proximity to all major buildings and sites. Off-street
public surface lots are also available off Lexington Street behind the Framingham Public
Library and off Union Avenue behind Town Hall.
The Town also owns a large public parking garage off Pearl Street. However, this structure is
poorly maintained and separated from the core area along Concord Street by a few blocks.
The garage, generally perceived as unsafe by downtown employees and customers, is not a
viable option to support the revitalization effort unless the garage becomes a dedicated
facility and physically connected to a redevelopment project. One possibility is to focus
redevelopment efforts on the surrounding blocks with an emphasis on transit-oriented
development (TOD) with the MBTA commuter rail station directly south on Waverly Street.
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This station is on the Framingham/Worcester Line and about a 45 minute ride into Boston’s
South Station providing opportunities new housing and businesses.
Land and building use in downtown is diverse and opens itself to shared parking
opportunities. Businesses in the square are predominantly small shops, restaurants, cafes,
and financial institutions with some larger offices. There are also a large number of private
parking lots, most of which are located behind businesses. However, current parking
standards do not firmly support the revitalization process by providing flexible standards that
recognize that individual properties do not necessarily need their own parking facilities, which
is highly inefficient given the small size of most parcels. The current regulations also lack
sufficient placement standards and the negative impact that large and multiple parking lots
can have on the walkability of downtown when placed between the building and sidewalk.
There result is gaps in street wall (i.e. parking lots in place of buildings) and curbcuts through
the sidewalks.
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The parking standards for downtown should embrace a “park once” goal by allowing (and in
some cases requiring) reductions to on-site parking through utilization of satellite parking, offsets provided by public parking, shared parking and access on site and with adjacent uses,
tandem and stacked parking, and other techniques.

9/90 Technology Park
The 9/90 Technology Park is located off Route 9 at Exit 12 on the Massachusetts Turnpike
and includes several corporate headquarter and other businesses that generate significant
employment opportunities for the MetroWest Region such as Gynzyme, Staples, Boston Heart
Diagnostics, CA Technologies and several others. The Tech Park is also a designated growth
center under the Framingham Master Plan. As the Parking Focus Areas table above indicates,
large corporations in the park have significant structured and surface parking facilities, most
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of which is dedicated to employees and visitors. In order to fulfill the full development
potential of the technology park, the Town should encourage the efficient utilization of
parking through the expansion of shared parking facilities, car sharing programs, van pool
and corporate fleet services for employees, ride share services, public transit subsidies, bike
facilities, and other transportation demand management techniques that reduce the overall
demand for dedicated parking and need for individual employees to bring their car to work.

The Golden Triangle/Exit 13 Area
Like the 9/90 Technology Park, the Exit 13 area off the
Massachusetts Turnpike (referred to as the “Golden
Triangle”) includes a broad range of corporate offices
including TJX Companies Data Collection, Home Depot,
Adecco Employment Services, Network World on Calder
Way, and other large buildings off Sealtest Road. These
corporate offices have significant amounts of dedicated
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parking facilities. The Golden Triangle is also designated as a growth center in the
Framingham Master Plan and the same transportation demand management (TDM)
techniques suggested for the 9/90 Technology Park are applicable to this area as well in an
effort to maximize economic opportunity and efficient utilization of land and parking facilities.

This other major segment of the Golden Triangle along Cochituate Road (Route 30),
Worcester Road (Route 9) and Calder Road includes substantial commercial development
and serves as the largest retail corridor and customer draw in the MetroWest Region. Several
commercial case studies were evaluated as identified in the Parking Focus Area table above
including Shoppers World/Kohls, Lowes, Target/Panera, AMC Cinema, Walmart, Whole
Foods Market/Starbucks, and Stop & Shop Supermarket. These examples indicate a relatively
high ratio of parking spaces per gross square feet (about 1/225 on average). However,
given that the Golden Triangle is a major regional destination, higher parking ratios are more
likely to be needed for given businesses.
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Neighborhood Focus Areas
Three neighborhood shopping centers were evaluated as case studies in the Parking Focus
Area table above and identified below:
o Pinefield Plaza (Saxonville) on Nicolas Road
o Nobscot Plaza at 772 Water Street
o SSVP Shopping Plaza (Mt. Wayte) on Franklin Street
These sites were selected based on similar characteristics: older and deteriorated strip plazas
with large setbacks from the adjoining street and sidewalk; wide curb cuts and very limited
landscaping and access for pedestrians; services geared to the surrounding neighborhoods;
vacant storefronts; and expansive and highly underutilized parking areas.

The parking ratios (the number of parking spaces per gross square feet of building area) for
each of these sites are significantly higher than needed for small neighborhood shopping
plazas. Each of these sites presents an opportunity for substantial infill development or full
redevelopment to fulfill other economic and community development goals for the
neighborhood as well as town-wide.
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PARKING BYLAW EVALUATION AND ALTERNATIVE STANDARDS

The following is an evaluation of the current parking requirements under Article IV.A of the
Framingham Zoning Bylaw with suggested alternatives and additional standards:
IV. SPECIAL REGULATIONS
A. General Parking Regulations
l. Basic Requirement:
Commentary: The statement of intent focuses primarily on how automobiles and those employed at or
arrive at a business. Unlike many new parking bylaws, there is no mention of pedestrian access,
landscaping and aesthetic quality, or mitigating the negative effects of large commercial parking lots.
There is also no mention of the value of shared or structured parking, joint access, transportation
demand management, or accommodations for other modes of travel such as bikes or buses. The
overall objective of a parking bylaw should be to provide adequate parking to support the various
uses of a site while avoiding excessive parking lots that create dead, low-interest areas for pedestrians,
and discourage people from walking to and within the district. These objectives should be addressed
in an alternative “Purpose and Intent Statement” as well as the following:
•
•
•
•
•
•
•

Encourage “Park Once”
Ensure adequate parking and loading
Ensure pedestrian access and pedestrian safety
Reduce congestion with inter connectivity
Encourage alternative modes of travel
Flexibility for redevelopment of small sites
Reduce impervious surfaces

2. Applicability
Commentary: The Applicability section should be clear as to whether all of the requirements under
Section IV (all SPECIAL REGULATIONS) or just the off-parking and loading regulations (Sections IV.A,
B and C) apply. More specifically, pre-existing buildings and uses that change or expand may not be
able to realistically meet some of the parking dimensional and landscaping standards. It should be
determined if these as well as the Number of Spaces Required (the Table of Off-Street Parking
Regulations in Section B.1.a) should apply. The Applicability statement should also make a cross
reference and defer to other sections of the Zoning Bylaw with more specific parking standards
including Section P. Active Adult Housing and Section L. Technology Park District.
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3. Reduction of Existing Spaces
4. Conformance with Use Regulations

B. Off-Street Parking
1. Number of Spaces Required
a. Table of Off-Street Parking Regulations
Commentary: The Table of Off-Street Parking Regulations is complete but the required spaces per
use are higher on average than many other comparable bylaws and may require more parking than is
necessary. For example, the requirement for a bank of 1 per 175 s.f. of gross floor area plus 1 per
250 s.f. of gross floor area for areas not devoted to customer service is extremely high and probably
dated given than many people now conduct their banking on-line and through direct electronic
deposit. Some other examples on the table of potentially excessive requirements follow:
Non-Medical Offices
Bank
Barber shop or beauty parlor
Other personal, consumer and retail
services
Regional Shopping Center (a center with at
least 500,000 s.f. of gross leasable area i
Other business, institutional or professional
uses not specified

1 per 250 s.f. or gross floor area or 1 per two (2)
employees, whichever is greater
1 per 175 s.f. of gross floor area; plus 1 per 250
s.f. of gross floor area for areas not devoted to
customer service
3 per operator's station
1 per 200 s.f. of gross floor area; plus1 per
employee
1 per 200 s.f. of gross leasable area
As determined by the Planning Board, but not less
than: 1 per 200 s.f. of gross floor area; plus1 per
two (2) employees

The potential negative impacts of requiring too many parking spaces are as follows: it is expense and
may be a deterrent to property investment; space is allocated unnecessarily to low value surface
parking rather than high value (and high tax revenue) building space; and the aesthetic impacts of
large underutilized parking lot. However, if there is a reluctance to change the base requirements on
the table than providing broad range of methods to reduce off-street parking by on a case-by-case
basis and by special permit would be an alternative option.
b. Common Parking Areas and Multiple Use Facilities
Commentary: This section allows for “shared” or “joint” parking between two or more uses.
However, it does not recognize the strong potential for shared use to result in a smaller demand in
overall parking. The cumulative total of all uses sharing the lot is required rather than a reduced
amount based on actual demand because of peak use off-sets. An alternative standard should enable
Shared Use and Remote Parking and address the following related issues:
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Required information
Base calculation of shared parking space reduction
Alternative calculation of shared parking spaces reduction
Proximity of shared parking
Legal agreement
Discontinuation

c. Reduction in Required Number of Parking Spaces
Commentary: Section V.E. refers to the general special permit criteria. However, more specific
criteria should be provided to further define the goals for off-street parking. Additionally, provisions
should be made to set a limit on the number of parking spaces so as to prevent unnecessary,
underutilized, low value, and aesthetically unpleasing parking areas.
Where practical, additional methods of off-street parking reductions should be encouraged. The
proposed amendment would allow the Planning Board to grant a special permit for the reduction in
required spaces upon a reliable showing of lesser parking need for a particular combination of use,
proximity to other forms of transportation, a parking management program, or other methods that
improve pedestrian access and reduce traffic on adjacent streets. For example, a new section entitled
Methods of Reducing the Required Number of Parking Spaces may provide for the following:
•
•
•
•
•
•
•
•
•
•
•
•

On-street parking credit
Off-site public parking credit
Off-site employee parking credit
Proximity to bus transit
Proximity to a rail transit station
Transportation mitigation plans
Car-sharing program
Carpooling /vanpooling
Shuttle service
Curb cut reduction and internal connectivity
Public parking reserve
Payment to public parking fund

In particular circumstances where there is agreement that on-site reductions should be permitted but
concerns about permanently eliminating opportunities to increase parking in the future if need, a
parking reserve provision would allow the board the reconsider some or all of the granted parking
waivers after a year. If determine that no additional parking is needed than the reserve area could be
but to other uses such as additional building space, open space as well as parking.
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2. Location of Facilities
a. Proximity to Principal Use
Commentary: A reference to the alternative standards for shared use and remote parking above
should be made if the provisions are adopted.
b. Parking in Required Setbacks
c. Setback from Building
d. Stalls for Oversize Vehicles
e. Parking on Rights-of-Way
Commentary: The placement of parking on site is critical to creating, maintaining and improving the
pedestrian environment. When the space between the public sidewalks and buildings are separated
by large parking lots the effect is to create a dead zone for pedestrians that may be comfortable and
unsafe to navigate. Placing parking to the side or rear promotes visibility as well as “vistibility” of the
buildings and relationship can me established between the uses on the public right-of-way such as
outdoor dining and displays. Alternative standards are provided to fulfill this opportunity. An
alternative standard entitled Parking Placement and Site Design should address the following:
•
•
•

On-site parking placement
Internal sidewalk connectivity
Parking in front yard area/non-residential and mixed use (such as targeted
rehabilitation sites, “teaser” parking, and “street side” parking)

3. Design Standards
a. Dimensions of Stalls and Aisles
Commentary: These design standards are adequate. However, a 9 x 24’ parking stall size for parallel
parking is excessive (8 x 22’ is recommended) and the 24 foot aisle width for 80° and 90° parking
may also be more than needed (22 feet maximum aisle width is recommended).
b. Vehicular and Pedestrian Circulation
c. Stall Layout
Commentary: This provision appears to allow for tandem and stacked parking but is not clear or
specific. An alternative standard for special types of parking is recommended below.
•
•

Compact cars
Alternative fuel vehicles
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Drive-through vehicle stacking
Parking for disabled persons
Stacked or valet parking
Tandem parking

d. Entrance and Exit Driveway
e. Surfacing, Drainage, and Curbing
Commentary: These construction standards have no provisions or incentives for sustainable and low
impact design applications. Alternative standards should integrate these best practices for stormwater
volume and treatment such as the application of pervious pavers, shade trees/ground cover,
bioswales/rain gardens, underground storage, green roofs, stormwater planters, shared or district
stormwater facilities, and infiltration parks.
f. Lighting
g. Special Permit for Dimensional Relief to Off-Street Parking Design Standards
h. Handicapped Parking
Commentary: There should be new bike parking standards and structured parking standards as
recommended below.
•
•

Bicycle parking facilities (for multifamily and nonresidential)
Structured parking standards (for parking garages, basement or podium parking, and
tuck-under parking)

4. Landscaped Open Space in Parking Facility
a. Standards for Landscaping Within Parking Areas
Commentary: Graphics should be provided to illustrate the landscaping elements described in the
section. Sustainable stormwater techniques and applications should be addressed in a separate
subsection and include the following best practices:
•
•
•
•
•
•

Bioswales
Pervious pavers
Underground storage
Green roofs
Rainwater use for irrigation
Shared parking/stormwater facilities
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Infiltration parks
Tree canopy/ground cover

a) Divider Islands
Commentary: These are fairly intense planting requirements. A maximum distance of 27’ on center
may not allow trees to fully mature to the point where they are providing adequate shade on the
parking lot. Shrubs may be unattractive and block visibility if they’re not consistently maintained.
b) Terminal Islands
Commentary: These are fairly intense planting requirements. Two trees should be the maximum
amount in terminal islands and they should be canopy shade trees to maintain clear views in the
understory for drivers exiting the aisles. Evergreen shrubs should be discouraged in the terminal island
as they may block visibility if not properly maintained. In addition to grass, flowers would be an
appropriate substitute for shrubs.
b. Perimeter Landscaped Open Space
c. Tree Requirement
d. Protection From Damage
5. Maintenance of Parking Areas
6. Applicability for Parking Structures and Small Facilities
7. Special Provisions for Central Business District and Neighborhood Business District
Commentary: These relief provisions are important in that they provide for the turnover of small
businesses which is very common in older downtowns. Having the Building Commissioner issue
permits is an efficient administrative procedure but may put him or her in a difficult position with
applicants. This provision does not address larger reinvestment objectives in downtown revitalization
such as major rehabilitation, expansion or redevelopment of targeted properties. Having provisions
that discount or fully eliminate on-site parking in a traditional mixed use district with small lots is
critical. The recommended provisions for on-site parking reductions, remote parking, and public
parking off-sets provide these reinvestment and revitalization opportunities.
Recommend Additional Parking Standards:
Institutional Parking Plans
These provisions are important as local educational, medical and civic institutions continue to grow
and development. A recommended outline of this new section follows:
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Intent
Applicability.
Institutional parking management plans
Review and approval of institutional parking management plans.
Review and approval of applications for future development
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3.0 PARKING CASE STUDIES FROM OTHER MUNICIPALITIES
A review of several municipal parking policies and regulations for commercial and mixed-use
areas from around New England was conducted as part of the parking evaluation process.
Seven case studies were identified that had important common characteristics with
Framingham in terms of development patterns including a traditional downtown, highly built
highway commercial corridors, large office parks, and the presence of large educational
institutions. These municipal case studies include: Waltham, MA, Burlington VT, Newton
MA, Amherst MA, Northampton MA, Durham NH, Arlington, MA, and Plymouth, MA.
Collectively, they provide a variety of parking standards that bare consideration in
Framingham. The following summary provides a cross-section of information on the key
parking standards in each of these communities:
Waltham, MA
Section 5.1 – Parking Requirements has no statement of purpose and intent. The table of
required parking is a used-based which identifies several uses. Generally, the required
spaces are fairly high and similar to many other conventional municipal standards. Joint
parking between mixed or multiple uses is permitted and the total amount of parking required
is determined by a Parking Schedule Credit Chart which estimated a typical peak hour
utilization by residential, retail, office, restaurant, hotel and other uses. Parking structures are
also permitted.
Exemptions are permitted for existing and new development of 20,000 square feet or less in
the Business C District (downtown area) from parking space requirements. Expansion or
development that exceeds this amount is required to have one space per 500 gross square
feet. The reconstruction or replacement of an existing building of 20,000 square feet or less
is not required to have more parking then what already exists on the lot. Other key
exemptions include new residential units in commercial buildings (1.25 spaces per D.U.) and
targeted redevelopment in urban renewal districts. Remote parking is permitted where the lot
is within 600 feet of the primary building. A change of use within a multi-use building is
exempt from the parking space requirements as long as the new use is allowed din the
district.
In parking lots of 5 spaces or less, the require stalls is 9x18’ for conventional spaces. Up to
50% of all required all required spaces may be designated for small cars with 8x16’ spaces.
Parking placement standards require parking to be set back at least 5 feet from buildings and
accessed by driveways no wider than 20 feet.
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In parking lots greater than 5 spaces, 25% of spaces can be designated for small cars and
driveways must be setback 100 feet from intersections. Landscaping provisions require a 3 ½
caliper tree per 10 parking spaces. Lots must be sufficiently graded and lighted. Off-street
loading provisions must be adequate for all uses and are based on gross square feet of
individual uses.
The City Council may waive required parking spaces provided the proposed number of
spaces is sufficient to satisfy the demand typically generated by similar uses, will serve the
public interest, and will not negatively impact the neighborhood. The City Council may also
grants a special permit for a decrease in parking with a contribution to the Traffic Safety and
Infrastructure Maintenance Fund for each parking space reduced by this special permit. The
rate of contribution for retail buildings less than 30,000 gross square feet is $250 per
parking space. The rate of contribution for retail buildings greater than 30,000 gross square
feet shall be $1,500 per parking space.
Burlington, VT
The stated purpose of Article 8 – Parking is to provide adequate parking and loading, proper
circulation, reduce hazards to pedestrians, reduce congestions, encourage alternative modes
of travel, and reduce dependence on the single-occupancy vehicle. The regulations apply to
all new or altered buildings and change of use; waivers can be requested, and buildings and
uses in certain areas such as downtown are exempt.
The bylaw establishes parking districts, and recognizes that the demand for parking is highly
dependent on the context within which a given use or structure is located. Factors such as
proximity to other related uses, availability of public transportation, the density of land uses,
and the ability to share parking with nearby uses are all factors which influence the demand
for individual and dedicated off-site parking. There are three (3) parking districts as follows:
•

•

•

Neighborhood Parking District - Establishes the baseline of parking requirements
throughout the city where the demand for offsite parking is largely dependent on the
needs and characteristics of an individual site or land use.
Shared Use Parking District - Reduces the requirements from the baseline standards;
recognizes that opportunities exist to share parking demand between related nearby
land uses, and that travel to and between these uses may not be strictly automobile
dependent.
Downtown Parking District - Further reduces the requirements from the baseline
standards. Recognizes that extensive sharing of parking demand between nearby land
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uses occurs; that a majority of travel to and between land uses is independent from an
automobile; and that an array of public parking facilities and frequent transit service
greatly reduces the need for independent parking for individual land uses.
The bylaw includes an extensive list of uses on the Minimum Off-Street Parking Requirements
Table under the categories of residential uses, special residential uses, and non-residential
uses. The minimum requirements are also organized by the Parking Districts, including
Neighborhood, Shared Use, and Downtown, with the least number of spaces required in
downtown. In general, the required spaces by use are less than many other conventional
parking bylaws.
The bylaw allows for a maximum number of spaces equal to 125% of the required amount
on the use table. Waivers from the minimum requirements may be granted if an applicant
submits a Parking Management Plan that specifies why the parking requirements are not
applicable. Waivers of up to 50% are allowed for the adaptive reuse of a historic building in
any mixed use district. The waivers are based on specific review criteria requiring the
applicant to demonstrate the current parking need; that more parking will continue to support
pedestrian activity and transit use; and that the parking area can be redeveloped in the future
if it is not needed.
The parking reduction and exemption methods include structured parking, public parking
availability, carpool/vanpool, car-sharing parking, and alternative fueled vehicle parking.
Shared use is also allowed, and overall parking totals can be reduced if demonstrated that
peak hour demands are off-set by the combination of uses.
Off-street loading space is required for all non-residential uses as determined through site
plan review (not specified). It must provide safe access and circulation, be screened from
view, and minimize conflicts with pedestrians.
Minimum parking dimensions provide for parallel, 45°, 60°, and 90° parking. Angled
parking spaces must be 9’x20’, parallel spaces must be 9’x22’, and aisle widths are 10 feet
for one-way or 20 feet for two-way flow. Angled compact cars spaces must be 8’x18’, and
parallel spaces must be 8’x20’. Up to 15% of a parking lot can be designated for compact
cars. There are specific standards for handicapped parking requiring compliance with current
ADA standards, including a 5’ adjacent access aisle.
Tandem parking is allowed for single family detached homes, duplexes, and accessory units.
Stacked (or valet) parking is allowed for other uses with attendant and agreement with the
city. The bylaw has extensive bicycle parking standards based on use, location, and design.
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The bylaw also has institutional parking regulations requiring post-secondary and medical
institutions to parking plans.
Off-site satellite parking, is allowed as follows: 50% with 600 feet in Neighborhoods Districts;
and up to 100% within 1,000 feet in Downtown and Shared Use Districts, measured by
walking distance along a sidewalk or other pedestrian path.
Parking placement standards require parking to be located behind the building frontage in
order to maintain pedestrian-oriented uses in the downtown area. Parking is also restricted
from the front yard in all residential districts where abutting public streets except alleys.
Residential driveways can be no more than 18 feet wide.
Northampton, MA
Section 350-8 Off-Street Parking and Loading Regulations indicated that the required
number of parking spaces is applicable to every new structure; enlargement of existing
structures; and new or expanded uses. Exceptions include in Entryways; General Business
Districts where no building expansion occurs (change of use is exempt); and in Central
Business Districts (downtown) where a second story is added to existing one story, which is
more uniform and consistent with historic development characteristics.
The table of required parking is a used-based which consolidates several uses into broad
categories. The required number of spaces is broken down by Central Business and districts
with significantly less or no parking required downtown. Generally, the required spaces are
less than other municipal regulations. Some or all of the required parking spaces may be
waived in the Central Business district by payment to the City’s Downtown Parking Reserve
Account of $2,000 per required space. The fund is used exclusively for land acquisition, and
design and construction of additional downtown parking spaces which are not for
maintenance.
Off-street loading provisions must be adequate for all uses except agriculture as determined
through site plan review. A minimum of 1 space each is required for retail, wholesale, and
industrial over 25,000 square feet.
Shared parking is allowed and may reduce parking requirements by up to 20%, except in the
CD district where parking is not required. Special permit reduction can be greater than 20%
based on substantially different peak hour demands between uses. Bike parking (i.e. racks) is
required for all uses that have at least 10 required car parking spaces.
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Remote/Satellite parking is allowed by special permit if within 500 feet, or within 1,000 feet
if: shared between adjacent uses; employees and patrons are likely to use; and pedestrian
traffic patterns justify longer distances. College or educational parking must be on same or
contiguous property.
Parking space and aisle dimensions include standards for back up maneuvering, and a 5-15
foot front setback in residential districts. Spaces must be a minimum of 8.5 x 18 feet. There
is a maximum access of one driveway curb cut per lot without a special permit demonstrating
need based on safety issues. Maximum driveway width is 15 feet for residential and 24 feet
for other uses, but the Planning Board may approve up to 30 feet through a site plan review
based on safety concerns. Shared driveways are permitted, as well as tandem and stacked
parking.
There are landscaping and screening requirements for surface lots greater than 5 spaces
must have at least 1 shade tree and 2” caliper for every 15 spaces. Suitable plantings and
fencing is required to screen adjacent residential uses. For parking lots over 75 spaces,
planting strips are required which must also contain a pedestrian sidewalk of 6 feet minimum.
Pervious pavers are allowed.
Durham, NH
Section 175-110 Off-Street Parking and Loading indicates that the required number of
parking spaces is applicable to all erected or enlarged structures, and new or added uses.
Parking space and aisle standards require 9x18 foot spaces with 22-foot aisles for 90°
parking, and 9x17 foot spaces with 20-foot aisles for 60° parking. The width can be reduced
if combined with an 8 foot access aisle for handicapped spaces. Compact spaces should be
8x16 feet and can be designated for 30% of required spaces. Driveways in the front yard
may not be wider than 22 feet. Bike racks are required for parking lots with 10 or more
spaces.
One driveway is permitted for residential districts within the first 200 feet of frontage, and a
second within the next 100 feet. Two driveways are permitted in commercial districts. Shared
driveways and internal access are allowed and encouraged. These are an incentive by
increased lot coverage.
The table of required parking spaces is used-based and lists uses categorized by residential
and commercial uses. Generally, the required spaces per use are fairly high. Required
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parking can be waived in the Central Business District with a one-time parking impact fee for
the additional number of spaces required minus those existing on site.
Parking placement standards encourage that buildings be located close to the street, with
parking behind to improve pedestrian safety and vitality. Standards allow parking in the front
yard for single-family homes and duplexes. Parking in the side and rear yard is allowed for
all uses with a 5-foot landscaping strip, and solid screening from adjacent uses and public
right-of-way. Parking for a commercial residential mixed use cannot be located in setbacks
adjoining single-family homes or duplexes. Shared parking is allowed for off-site employee
parking, and is approved by the Planning Board. Businesses outside the CBD are required to
have adequate off-street loading spaces or bays. The number of required loading spaces is
based on the size and type of use.
Parking lots greater than 5 spaces are subject to landscaping and screening requirements. At
least 5% of the lot, in addition to the required 10-foot buffer strip along the public right-ofway, must be landscaped. Lots must be broken up into sections containing no more than 40
spaces, with integrated landscaping and bio-retention features. Perimeter landscaping along
a street must be native species. Islands, peninsulas, and medians must be a minimum of 6
feet wide and should be evenly distributed; low impact development (LID) applications are
encouraged. Some islands must include pedestrian walkways. Tree species must be selected
from a recommended list. A performance bond is required for landscape installation and
maintenance for one year. Lighting must be directed away from adjoin properties and fixtures
must be cut-off. Dust free surfacing is required and infiltration of stormwater on site is strongly
encouraged.
Amherst, MA
Parking & Access Regulations under Article 7 of the Zoning Ordinance are applicable to all
conversions or increase in dwelling units, dimensions of buildings, or uses excluding the
Education District. The minimum required parking spaces are used-based and loosely
grouped by residential, accommodations, places of assembly, and commercial uses. The
minimum standards are fairly high by use. Some requirements are based on zoning district
with higher amounts for the first 10,000 GFA and ground and upper floor space, which is
similar to Wellesley but more clearly organized and defined. Handicapped parking is
required and based on a percentage of the total number of spaces in the lot, at a ratio of 1
handicapped space per every 10-20 total spaces. Bike racks are also required for lots with
10 or more parking spaces.
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Shared parking is allowed for lots with 100- to 120% of required spaces by special permit
based on specific criteria. Lots with more than 120% of required space may share parking by
right. The Municipal Parking District is an overlay district covering the downtown area. The
purpose is to facilitate dense mixed use in Amherst Town Center by eliminating on-site
parking requirements. Only dormitories and hotels are required to have on-site parking.
Design and landscaping standards are applicable to new or altered parking spaces of 5 or
more spaces. A detailed and scaled Parking Plan is required and certain standards may be
waived by the building commissioner. Lighting must be downcast and directed, eliminated
during off hours, and cut-off fixtures are required.
Parking space dimensions must be a minimum of 9x18 feet and by special permit small car
parking space of 8x16 feet may be permitted. Parking must be setback from the building by
a minimum of 8 feet. Driveways must be at least 10 feet wide for one-way and 18 feet to
two-way use. The maximum driveway width is 24 feet and minimum curb radius is 15 feet.
Driveway must be setback at least 75 feet from an intersection. Common driveways are
permitted. Waivers to these standards may be granted by the SPGA. Adequate loading areas
are required for all commercial and industrial uses.
Parking lots with 10 or more spaces must include 10% of the area in landscaped open space.
Lots with 25 spaces or more must have 4-foot landscaped islands throughout area which
define end caps and rows between aisles and control circulation. Lots of 5 spaces or more
are required to screen from adjacent properties and street to a minimum height of 3 feet
using grade depressions, hedges, walls, or other natural or artificial division. Pervious or
porous paving must be integrated into new or renovated lots to the extent feasible.
All provisions in the parking bylaw may be waived by the SPGA for compelling reasons of
safety, aesthetics, or site design. Waivers are also based on detailed criteria involving peak
hour off-sets and submission of a parking management plan.
Newton, MA
The stated purpose and intent of Article 3, Section 30-19 is to design and operate parking on
site so that it reduces hazards to pedestrians on the sidewalk, nuisances to adjacent
properties, congestion, and glare from headlight. It’s also intended to protect the visual
quality of the city.
The parking standards are applicable to all erected or enlarged structures, and new or added
uses. All pre-existing buildings and uses are exempt, except for the portion of the lot where
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additional spaces are required by expansion or change in use. The number of new spaces
required is based on a formula, where the total number of spaces required under the bylaw at
the time the building or use was permitted plus the number of spaces presently on site is
subtracted by the total spaces required under the current bylaw. Municipal parking lots are
not allowed to meet the number of spaces required in the bylaw.
The minimum required parking spaces are used-based and fairly high for residential, office
and retail uses. Some standards are based on the size of the building and number of
employees as well as the use. Parking lots of 5 spaces or more require an off-street parking
and loading plan drawn to scale and containing detailed information on design, layout, and
materials used. Bicycle parking is required for parking lots with 20 or more spaces, in the
amount of 1 bike space per 10 car spaces to a maximum of 30 bike spaces. Bike spaces
must be at least 2’ wide by 7’ long.
Satellite parking is allowed by special permit if within 500 feet, and where there is not enough
space on site to meet requirements. In parking lots of less than 5 spaces, no parking is
allowed in required setbacks, except one space in the front yard in residential districts. In
parking lots of 5 or more spaces, they must meet setback requirements and be a minimum of
5 feet from any street or building.
Parking space and aisle dimensional requirements include 9x19 foot stalls of all angled
parking and 9x21 feet for all parallel parking. Aisle width ranges from 12 feet for parallel
parking to 24 feet for 90° parking. Two way stalls must be a minimum of 20 feet. Driveways
must be a minimum of 12 feet and a maximum of 25 feet. Handicapped spaces are required
based on the overall size of the lot, with 1 space for lots 6-25 spaces. Handicapped stalls
must be at least 12x19 feet for angled parking and 24 feet long for parallel parking.
Landscaping and screening is required for parking lots greater than 5 stalls. A 5-foot densely
planted perimeter screening is required for abutting streets and properties. The minimum
height is 3 ½ feet and must form a year-round screen. As an alternative, a wall or fence can
be used, or a landscaped earth berm at least 3 feet high and 18 feet wide. Interior
landscaping of 5% of the total area is required to lots with 20 spaces or more. Planting area
must be at least 20 square feet and one 3” caliper tree is required for every 10 spaces. The
tree species must be rapid growth, hardy, and suitable for the location. Lighting for security
must be at least a 1 foot-candle, and directed to reduce glare onto the street.
Off-street loading is required for commercial, recreational, and institutional based on the
square footage of the building or use.
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Arlington, MA
Section 8.0 covers off-street parking and loading. In terms of placement, residential parking
in the front yard is only allowed by exceptional circumstances which are a positive aesthetic
goal. However, the general statement is also required for every new structure, land use, and
expansion/change in existing buildings and structures. The need for parking should be
determined on a case by case basis and is not necessarily required for all new or expanded
uses.
The Table of Off-Street Parking Regulations in Section 8.01 indicates the number of off-street
spaces required for various uses. The ratios are reasonable for residential dwelling types
recognizing less need for parking spaces in apartments based on the number of bedrooms,
as well as assisted and senior living units. The ratio of spaces for health clubs and retail is
slightly high at 1/300 square feet, and mixed uses require the sum of various uses be
computed separately, not allowing for shared parking in off-set or a portion of the required
overall spaces.
Loading and unloading requirements in Section 8.02 indicate that all commercial buildings
must have an off-street loading area, but some may not need a separate facility and may be
able to receive deliveries from the street. According to this section, the SPGA may grant a
special permit for the size of the loading area.
Section 8.05 provides for shared parking on combined facilities and the same or adjacent
lots by special permit or where projects are subject to Environmental Design Review (EDR).
Under the same review process, remote or satellite parking may be permitted but must be
within 600 feet, with a long-term agreement from the property owner. This provides some
needed flexibility in requiring all parking spaces on the same lot; however, it does not relieve
the overall number of spaces required for individual or multiple shared uses.
Under Section 8.07, parking access and placement standards are provided for Residential
and Business Districts. For 1 to 3-family dwellings, parking is not permitted in the front yard
setback but is allowed in the side and rear yards. Only one driveway in the residential
districts is permitted (2 by special permit) and cannot be wider than 20 feet. In Business
Districts B1-B5, no parking is permitted in the front yard setback, and driveways in front of the
building are not allowed without a finding of public necessity and interest by the ZBA or ARB
through the EDR process. This provision appears to protect the pedestrian environment but
it’s still possible to locate the parking in front of the building if it is pushed back far enough
from the street.
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Section 8.10 requires parking lots of 5 spaces or more to be surfaced with permanent
materials and provides for sustainable design including porous asphalt. Section 8.11 allows
the ZBA or ARB under EDR to reduce the number of required parking spaces where public
parking lots are located within 1,000 feet of the building; however, no provisions are
included regarding the size, capacity, or availability of these public parking facilities.
Section 8.12 includes parking design standards which appear to be reasonable and reflect
typical design standards. Under the same section, the ZBA and ARB may allow a parking
reduction of up to 80% of the required number of parking spaces in the Table of Off-Street
Regulations under conditions that are unique and reasonably justified. Up to 20% of surface
or structured off-street parking may be sized for compact cars and designed accordingly.
Landscaping, screening, and setback requirements are made where parking lots abut
residential uses. Landscaping of 8% of the total interior area is required for parking lots
greater than 25 spaces. This does not include required perimeter landscaping and buffering
areas. Planting strips must be at least 4 feet.
Section 8.13 requires bicycle parking facilities in parking lots of 8 spaces or more. However,
there are no additional “end-of-trip” facilities for larger employers to encourage and
accommodate more bicycle commuting. Additionally, places of worship are exempt from this
requirement which would be a likely use for bicycle access.
Overall, the parking regulations appear to be reasonable, allowing for significant reductions
in the number of required off-street spaces by factoring in public parking proximity, satellite
parking, and further reductions under development review. This is a particularly important
consideration for business development in the village centers. Other provisions that the town
is considering include: further off-sets for tandem parking; on-street public spaces in front of
stores; proximity to bus transit stops and shelters; valet parking; structured parking design
standards; internal access and circulation standards; and shade tree size and placement
standards for interior and perimeter areas.
Quincy, MA
Section 5.1 - Off-Street Parking has no statement of purpose and intent. Placement
standards require parking to be located on site except multifamily with 16+ units can be
within 500 feet; institutional uses and dormitories can be within 1,000 feet; and within core
business districts parking can be within 300 feet. Parking setbacks are 10 feet from a property
line in commercial districts and 3 feet in residential districts. Parking access and storage
cannot exceed 30% in the front and side yards and 40% in the rear yard.
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Shared parking between adjacent buildings is also permitted. However, the parking
requirements for multiple uses in a building is the cumulative sum of each use. Uses in urban
renewal districts are exempt from parking space requirements.
The table of required parking is district based with general categories for residential,
institutional, retail, office and factory uses. The amount of parking required by gross square
footage is fairly high for most uses (i.e. retail use is 1 space/200 gross floor area in most
districts).
Parking space and aisle dimensions include minimum standards for parking stalls of 9x18’ for
all angle parking and 9x22’ for parallel stalls. Structured parking is permitted. Landscaping
is required for parking lots greater than 5 spaces. Lighting and construction standards are
minimal. However, “nonconforming paving materials may be approved by the building
inspector. Off-street loading provisions must be adequate for all uses and are based on gross
square feet of individual uses. By special permit, the Planning Board may grant waivers from
the parking regulations.
Plymouth, MA
Section 205-23 - Off-Street Parking has no statement of purpose and intent. Placement
standards require parking to be located within 400 feet of the principal building. The right to
use remote parking must be certified by the Town. Joint parking between adjoining properties
is also permitted and parking must be within 400 feet for institutional uses and 600 feet for
all other uses.
No more than 2 driveways are permitted by lot unless there’s over 500 feet of front. Curb
cuts must be setback a minimum of 55 feet from intersections or 30 feet by waiver under
exceptional circumstances. Parking must be setback a minim of 20 feet from public streets.
Screening is required from residential districts with a combination of landscaping materials at
least 4 feet in width and walls.
Dimensional requirements for parking stalls are 10x18’ unless lot is operated by an attended
which then may be 8x18’. Lighting is required for parking areas over 10 spaces as
determined by the building inspector. Parking lots must provide pedestrian systems between
the lot and the facility.
Landscaping requirements include a 10-foot buffer strip from public road requiring with a
minimum of 3 trees per 200 linear feet expected to be at least 30 feet tall at maturity.
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Parking lots greater than ¼ acre must include landscaped islands with a minimum of 6 trees
per 80 spaces. Trees must be at least 6 feet tall at planting. Parking lots that exceed 40,000
square feet must be separated into equal parts with a 10-foot landscaped buffer between.
Surfacing materials allow for impervious and previous materials. Drainage must be
compliance with “A Guide for the Design of Stormwater Drainage Facilities”. A registered
landscape architect must certify the landscape elements of the site plan. Off-street loading
provisions must be adequate for all uses and are based on gross square feet of individual
uses.
The table of required parking is a used-based which identifies several uses. Generally, the
required spaces are fairly high and similar to many other conventional municipal standards.
Required parking spaces may be waived in the General Commercial and Waterfront Districts
by payment to the Town’s Off-Street Parking Fund. Up to 15 required spaces may also be
waived in the Downtown/Harbor and General Commercial District. The fee is based on the
cost of land and improvement and the payment schedule is set by the Selectmen. The fund is
used exclusively for land acquisition, and design and construction of additional downtown
parking spaces which are not for maintenance.
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4.0 RECOMMENDATIONS
The amount, distribution, and availability of public and private parking (and the perception of
adequate parking) is critical to the vitality of Framingham’s downtown area, commercial
corridors, business parks, and neighborhood districts. The following recommendations are
intended to guide Town boards and officials in making improvements to policies, programs,
regulations, and infrastructure pertaining to public and private parking in the identified focus
areas and throughout the community.

Designate Parking Task Force and Implementation Goals.
In order to effectively proceed with the implementation of the following recommendations, the
Town should appoint a Parking Task Force with representatives from various town
departments, boards, and representation from business, neighborhood and civic
organizations. The Task Force should work together to prioritize recommendations, establish
an implementation schedule, and set parking goals. For example, a “Parking Availability”
goal should be established for public on-street and off-street parking areas. Generally,
parking is at effective capacity when 85 to 90% of the spaces are occupied. Therefore, a
consistent 15% parking availability in on-street and off-street facilities would be a goal.
Where parking availability is not reaching this goal, additional public or private parking
spaces should be targeted for the immediate vicinity and site.

Evaluate Utilization and Management of the Public Parking System in the
Downtown Area.
In a traditional town center such as downtown Framingham, the historic building pattern
should be preserved and not disrupted by surface parking placed between the sidewalk and
building which diminishes the pedestrian environment. Retaining public on-street and
locating off-street parking behind buildings can help maintain the historic development
characteristics. The key is to maintain a proper balance of on-street/off-street and
public/private spaces for general use by local businesses, services, civic/institutional uses,
and residents. Key parking issues related to Framingham’s downtown revitalization process
are as follows: the strategic expansion of public parking to supported a desired mix of uses,
business growth, and transit-oriented development; connections between public and private
parking areas; management of public and private spaces to facilitate a higher turnover of
spaces primarily intended for customer use; attractive and intuitive wayfinding; and the
designation of longer-term remote spaces for local employees and commuters.
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Consistently Monitor Public Parking Occupancy and Turnover.
In order to determine a Parking Availability Goal, the Town should consistently monitor public
parking (on and off-street) occupancy. This might be carried out by parking enforcement staff
which are most familiar with on and off-street inventories and who are making regular passes
through these facilities. These occupancy counts should be enhanced periodically with
turnover counts which may determine areas where commuters, employees, and other longterm parkers are conflicting with designated short-term customer parking spaces.

Evaluate Public Parking Meter Rates, Timing and Enforcement
The Town should determine how effectively time limits on parking meters allow for longerterm parking away from core areas and shorter-term parking closest to shops and restaurants
to create a business-friendly approach to parking that encourages turnover. Increasing onstreet turnover while providing employee parking at appropriate remote locations is the
overall goal. The timing of on-street and off-street parking limits should be re-evaluated with
direct input from property owners, business owners, and employees. Framingham’s metered
parking is an effective way to enforce time limits and ensure better turnover of short and longterm spaces. Meter revenues are also typically used to support parking enforcement and to
improve/expand public parking. However, local businesses are often opposed to parking fees
as they may be perceived as driving customers away. One possible consideration would be to
allow the first 15-30 minutes of parking for free in the shorter term “front of store” spaces
before the meter begins to count the time. This can be a much appreciated convenience for
both merchant and customer while continuing to improve the turnover of short-term parking
spaces.

Plan for Long-Term Strategic Parking Expansion.
There are certain locations in the downtown area where additional parking may be desirable
to support existing or future development related to the revitalization process such as TOD
near the MBTA commuter rail station. In selected locations, the Town should work with
private property owners to assemble the needed properties to accommodate new
development and associated parking. This may involve the acquisition or lease of private
property, or a public/private partnership redevelopment.

Establish a Public Parking Fund.
The new parking zoning bylaw should allow for payment in lieu of parking in the downtown
area. While not currently in place in Framingham, the Town should consider forming a public
4.0 Parking Recommendations | June 2014
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parking fund. It is suggested that the fund be defined broadly so that the Town can use
collected fees for any capital investment that adds new parking spaces, reconfigures lots to
improve the utilization of existing spaces, closes or consolidates curb cuts, improves the
management of supply or demand for parking spaces, adds new or improved pedestrian
paths or amenities, provides bicycle parking or public transit facilities, or improves wayfinding
and public information tools. A Public Parking Fund would be one of many techniques that
can be employed to finance public parking structures and lots to support revitalization. Direct
expenditures and bonding using parking revenues or tax increment resources are other
common methods.

Consider Options to Enhance Parking Management Program.
Effective parking management might be best advanced through a formalized plan involving
the Town, MBTA, and business and property owners. The purpose of this plan would be to
formalize cooperative strategies to carry out physical improvements, improve signage and
access, maximize efficiency through shared uses, and make appropriate policy changes
regarding managing and enforcing the parking supply. One option is to create a Parking
Management Authority to formally organize shared interests in the supply and management
of parking. The authority would be in a position to explore many methods to improve parking
access, signage, shared use, and supply. They would report regularly to the Town officials
regarding the results of their efforts including several of the above recommendations.

Facilitate Shared Parking on Public and Private Parking Lots.
One of the keys to maximizing opportunities for downtown and neighborhood centers,
commercial corridors, and business parks is the ability for parking spaces to be shared
among different users at different times. Not only does this promote the efficient use of the
land, it supports the type of active pedestrian environment that is critical to supporting vitality
and economic opportunity in these centers. Participants can be any combination of private
property owners, institutions, or the municipality. Shared parking accommodations can be
accomplished through new parking zoning regulations as well as formal agreements, but
need to be planned and managed. Formalized parking agreements allow participants to
rationalize and improve shared parking opportunities including access for cars or pedestrians
that create more efficient use, layouts and access.
Observations indicate that private parking efficiency could be improved in several focus areas
identified in Framingham. The Town should consider incentives for private property owners to
coordinate and provide internal connection where possible which could result in the creation

4.0 Parking Recommendations | June 2014

Page 4.3

Framingham Parking Bylaw Report

Howard/Stein-Hudson Associates & BCPD

of additional parking spaces and reduction in curb-cuts. This is applicable in downtown as
well as commercial corridors and business parks.

Adopt Alternative and New Parking Regulations.
Specific recommendations for alternative and new off-street parking regulations are identified
in Section 2 of this report and several key elements are further described below:

Adopt Parking Placement and Site Design Standards.
Parking placement and access are key contributors to the pedestrian environment and
walkability. A higher number of curb cuts over the sidewalk and the separation of the
sidewalk and buildings by parking lots in the front yard significantly diminish the walking
experience and visibility of storefronts by pedestrians, bicyclists and drivers. For example
parking lots along Route 9, Route 30, and in neighborhood shopping centers (including the 3
identified focus areas) are predominately in front of the buildings with several locations
having multiple and wide curb cuts. While some newer developments have brought the
buildings up to the street providing better street enclosure, access to pedestrians, and visibility
of the businesses, there are numerous opportunities where rear/side lot placement, shared
access, and internal connectivity between parking areas can be improved. With improved
placement and internal circulation, more underutilized surface parking lots may be
redeveloped for other purposes. The alternative parking standards address these placement
and site design issues.

Adopt Standards for Sustainable Streetscape and Parking Areas.
Green Streetscapes - Green streetscape capture, temporarily store, and treat road runoff at its
source by incorporating planting strips and vegetated water catchment and filtration devices
in the form of small rain gardens, bioretention systems, and flow-through planters. These low
impact development (LID) applications allow stormwater from the street to enter planting
strips and tree pits through cuts in the curb where the plant material removes impurities and
allows water to naturally infiltrate or be stored elsewhere. Water-loving plants and those that
are able to remove the impurities while thriving so close to traffic and in more urban
environments are used in green streetscape design, adding beauty and function. Additional
infiltration can be achieved through the use of pervious paving materials for sidewalks and
pathways.
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SUSTAINABILE DESIGN AND LOW IMPACT DEVELOPMENT STANDARDS

Example Stormwater Infiltration Tree Planter System

Bioswale application in parking lot

Porous asphalt in parking lot

Pervious Parking Lots - Conventional paved surfaces, including streets, sidewalks, and
particularly parking lots, typically utilize asphalt, concrete, or tar surfaces that are entirely
impervious. The result is more rapid, heated and polluted stormwater reaching watercourses.
There have been many recent innovations in materials and pervious pavement systems that
allow water to infiltrate large- and small-scale paved surfaces. In New England, pervious
surfaces face the challenge of frost and clogging from salt and sand. However, different
materials and applications continue to be tested successfully. Coupled with pervious paving,
infiltration planters with shade trees should be applied in surface parking lots to further
enhance the area’s ability to manage and treat stormwater.
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Infiltration Parks – This form of bio-retention is combined with useable public or private open
spaces while allowing rain water to be temporarily captured and stored for a short time,
cleaning stormwater runoff before infiltration. Open spaces are integrated into the stormwater
system through grading so that the rain water flows towards the open space. Creating a
gradual and imperceptible depression allows water to collect in the open space and stay
there long enough to infiltrate without giving the appearance of a stormwater facility.
Plant Shade Trees - The broad use of shade trees planted around Framingham is a simple
and beautiful solution to reducing heating and cooling needs for centers, corridors and
neighborhoods. Shade trees should also be planted in public and private parking areas.
When planted along the south and west sides of buildings, shade trees drop their leaves
during the cooler fall season allowing warming sunlight to reach sidewalks and buildings.
Additionally, they create a lush canopy in the warmer months providing shade to keep the
sidewalk and adjacent buildings cool. Shade trees provide a low tech, low cost solution to
reduce energy needs, absorb stormwater, cool parking lots, and add aesthetic value to a
development site.
Improve Lighting, Landscaping, and Screening Standards – Some public and private parking
lots in Framingham have little or no landscaping or screening. Adequate lighting levels and
appropriate fixtures provide an important safety feature for pedestrians and vehicles, and an
added sense of security. Along with shade trees, certain ground covers can enhance
stormwater treatment and aesthetic quality. Additionally, the combination of certain conifers,
shrubs and fencing materials can provide adequate screening from adjacent neighborhoods.
The trade-off would be that installing landscaping, lighting and screening enhancements will
require the reuse of some parking spaces which is acceptable if there are excess parking or
nearby parking that can be substituted.
PARKING LOT LANDSCAPE TREATMENTS

Private parking lot landscaping
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Solar panels shade parking lot and supply
electricity to car charging stations

Additional New Off-Street Parking Regulations and Standards.
•
•

•

•

•

Revise off-street parking requirements table by updating use-specific standards.
Provide new standards to allow for off-street parking reductions based on mixed use,
satellite parking, availability of public parking, proximity to alternative transportation
modes, TDM programs, and other factors.
Provide new standards to manage parking supply efficiently through facilitation of
shared parking, shared access, and internal access and connectivity. Shared parking
should be permitted in each district either by right or special permit.
Ensuring that new and alternative parking standards enhance Framingham’s character
by enhancing landscaping of existing parking where possible and screening services
areas and adjoin neighborhoods.
Provide new regulations for structured parking including decks, garages, and tuckunder facilities.

Install Wayfinding Signage and Gateway Treatments.
Attractive entrances or “gateways” and wayfinding sign systems into downtown and
neighborhood centers are critical to making a good impression on residents, visitors,
students, and commuters (all potential customers). Gateway treatments and wayfinding
signage also function as traffic-calming devices, providing a message to travelers to slow
down as they approach the center.
While there is some directional signage in Framingham and along the primary corridors, it is
not as visible and intuitive as it should be to effectively indicate to travelers in cars and on
foot that public parking is available around the downtown area. New wayfinding signage
should be installed that is coordinated, attractive, and uniform in design. It should be
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strategically located and visible at entry points and lead visitors to public parking lots as well
as other points of interest such as the commuter rail station, Town Hall, Public Library, Post
Office, Danforth Museum, Downtown Common, local businesses, and civic venues.
In addition to wayfinding signage, information maps and kiosks should be strategically
located around downtown. The kiosks can be both stand-alone structures and wall-mounted
units and should contain a business directory map, points of public interest, public and
private parking areas, and information on upcoming events and activities in Framingham.
WAYFINDING SIGNS AND INFORMATIONAL MAPS AND KIOSKS

Newburyport, MA

Saratoga Springs, NY

Amherst, MA.

Englewood, FL
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5.0 NEW OFF-STREET PARKING BYLAW (ALTERNATIVE STANDARDS
AND REGULATIONS)
The new off-street parking zoning bylaw below incorporates provisions consistent with Framingham’s
goals including facilitation of appropriate development, redevelopment and reuse of properties in
commercial corridors, business parks, neighborhood districts, and downtown. New and alternative
provisions address the following parking objectives: updated table of required parking spaces;
remote and shared parking options; efficient land use and associated on-site parking reduction
methods; best practices with regards to constructions standards, maintenance, screening,
landscaping, and stormwater management; and support for multi-modal transportation options
including public transit, pedestrian and bicycle access.

IV. SPECIAL REGULATIONS
A. GENERAL PARKING REGULATIONS
1. Purpose and Intent
In order to minimize traffic congestion, air pollution, and the risk of motor vehicle and pedestrian
accidents, as well as to promote other elements of sound community planning, off-street parking,
loading spaces, circulation, and access shall be required and designed to protect or enhance the
desired character of a given center, neighborhood or corridor. It is further the intent of this bylaw to:
a. Promote a “park once” environment that will enable people to conveniently park and access a

variety of commercial and civic enterprises in pedestrian friendly environments by encouraging
shared parking.
b. Ensure there are adequate parking and loading facilities to serve the use or uses of the property;
c. Ensure that parking facilities are designed to provide proper circulation, reduce hazards to

pedestrians, and protect the users of adjoining properties from nuisance caused by the noise,
fumes, and glare of headlights which may result from the operation of vehicles parking off the
street;
d. Reduce congestion in the streets and contribute to traffic safety;
e. Encourage alternate modes of travel that will reduce dependence upon the single occupancy

automobile;
f.

Reduce fragmented, uncoordinated, inefficient, single purpose parking;

g. Avoid adverse parking impacts on neighborhoods adjacent to redevelopment areas;
h. Provide flexibility for redevelopment of small sites; and
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Encourage light imprint development (LID) techniques such as previous paving and natural
infiltration systems, where appropriate.

2. Applicability
The regulations of this Article shall not apply to parking or loading facilities in existence or for which
building permits have been issued before the first publication of notice of the Public Hearing on this
By-Law, provided such facilities conformed with all applicable regulations in effect when established
and provided the uses of the structure served by the parking facility does not change. Any parking or
loading facility accessory to a new or substantially altered or substantially improved structure, or
accessory to a new use of an existing structure, or the new construction or expansion of a parking or
loading facility shall be subject to the requirements of Section IV.B. The Planning Board shall be the
Special Permit Granting Authority (SPGA) for all special permits specified under Section IV.B. OffStreet Parking.
3. Reduction of Existing Spaces
Off-street parking and loading facilities provided in connection with an existing use on the effective
date of this By-Law, or provided in accordance with this By-Law subsequent to such date, shall not be
reduced in total extent after their provision, except when such reduction is in accordance with the
requirements of this Section.
4. Conformance with Use Regulations
a. Means of Access. Access through a residential zone to non-residential zones shall be prohibited
except by a public way.
b. Parking Facility. No land area shall be used for an off-street parking or loading facility which is
accessory to a use or structure prohibited in the district in which the off-street parking or loading
facility would be located.

B. OFF-STREET PARKING REQUIREMENTS
1. Number of Spaces Required
a. Table of Off-Street Parking Regulations. Off-street parking facilities shall be provided for each
type of use in accordance with the following table:
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TABLE OF OFF-STREET PARKING REGULATIONS
Type of Use
RESIDENTIAL USES

Number of Spaces1
Per Dwelling Unit except as noted

Multi-unit attached dwelling units, studio units or 1- bedroom dwelling unit.

2

Single Family detached and Duplex

2

RESIDENTIAL USES - SPECIAL

Per Dwelling Unit except as noted

Assisted Living

0.5

Bed and Breakfast (per room, in addition to single- family residence)

1

Boarding House (per two (2) beds)
Community House
Convalescent Home (per four (4) beds)
Dormitory (per two (2) beds)
Group Home (per two (2) beds)
Historic Inn (per room, in addition to single-family residence)
Sorority & Fraternity (per two (2) beds)

1
1
1
1
1
1
1

NON-RESIDENTIAL USES
Adult Day Care (per two (2) employees)
Agricultural Use
Amusement Arcade
Animal Boarding/Kennel/Shelter
Animal Grooming (per grooming station)
Animal Hospitals/Veterinarian Office
Appliance & Furniture Sales/Service
Art Gallery
Auction Houses
Automobile & Marine Parts Sales
Automobile Body Shop
Automobile Repair/Service
Automobile Sales - New & Used
Bakery - Retail
Bakery - Wholesale
Bank, Credit Union
Bar/Tavern
Beauty/Barber Shop (per station/chair)
Bicycle Sales/Repair
Billiard Parlor (per game table)
Boat Repair/Service
Boat Sales/Rental
Boat Storage
Bowling Alley (per lane)
Building Material Sales
Cafe (per four (4) seats)
Camp Ground (per camping space)
Car Wash (stacking spaces per wash bay)
Cemetery
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except as noted
1
None
2
2.5
1
3
2.5
3.3
3.3
2.5
2 plus 1/bay
2 plus 1/bay
2
2.5
2
2.5
4
1
2.5
1
2
2
3
3
3.3
1
1
4
None
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Cinema (per four (4) seats)
Club, Membership
Community Center
Community Garden (per ten (10) plots)
Conference Center
Contractor Yard (per 1,000 gfa of office space)
Convenience Store
Convention Center
Courthouse
Crematory (per FTE employee)
Crisis Counseling Center
Daycare - Home (6 children or less)
Daycare - Large (Over 20 children) (per two (2) employees)
Daycare - Small (20 children or less) (per two (2) employees)
Dental Lab
Distribution Center (per 3,000 gfa)
Dry Cleaning Plant
Dry Cleaning Service
Fire Station (per apparatus)
Food Processing
Fuel Service Station (per employee/shift)
Funeral Home (per four (4) seats)
Garden Supply Store (per 1,000 gfa of retail area.)
General Merchandise/Retail
Grocery Store
Hazardous Waste Collection/Disposal (per two (2) employees on the largest
shift)
Health Club
Health Studio
Hospitals (per patient bed)
Hostel (per two (2) beds)
Hotel/Motel (per room)
Laundromats (per washing machine)
Library
Lumber Yard (per 1,000 gfa of retail area.)
Machine Shop/Woodworking Shop
Manufacturing
Marina (per berth)
Medical Lab
Micro-Brewery/Winery
Museum
Office - General
Office - Medical, Dental
Open Air Markets, Food Venders and Food Trucks
Operations Center - Taxi (per three (3) employees)
Operations Center - Truck/Bus (per 3,000 gfa)
Park (per playing area)
Parking Garage - Private
Parking Lot - Private
Performing Arts Center (per four (4) seats)
Performing Arts Studio
Pet Store
Pharmacy
Photo Studio
Photography Lab
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1
3.3
3.3
1
3
2.5
3
3
3.3
1
4
1 drop-off
1 plus 1 per 5 children
1
2
1
1.3
2.5
2
1.3
1
1
3
3
3
1
3
2
2
0.5
1
1
1.3
3
1.3
1.3
0.5
2
3
1.3
2
3
None
1
1
5
None
None
1
1
2.5
3
2.5
1
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Police Station
Post Office
Post Office - Local
Printing Plant
Printing Shop
Public Transit Terminal
Public Works Yard/Garage
Radio & TV Studio
Rail Equip. Storage & Repair
Recording Studio
Recreational Facility - Indoor (per four (4) seats)
Recreational Facility - Outdoor (per playing field)

Howard/Stein-Hudson Associates & BCPD

2.5
1.3
2
1.3
2
1 per 200 gfa of public waiting space
None
2
None
1.3
1
15

Recreational Facility - Outdoor Commercial

Larger of 1 per 4 seats or 15 per playing field

Recreational Vehicle Sales - New and Used
Recycling Center - Large above 2,000 gfa
Recycling Center - Small 2,000 gfa or less
Research Lab
Restaurant
Restaurant - Take-Out
Salon/Spa
School - Secondary (per Classroom)
School - Primary (per Classroom)
School - Trade/Professional
School, - Post-Secondary

2
None
None
2.5
4
4
4
7
1.5
5
2

Solid Waste Facility - Incinerator, Landfill, Transfer Station

None

Tailor Shop
Vehicle Salvage
Warehouse
Warehouse - Self Storage Facility
Warehouse - Retail
Wholesale Sales
Worship, Place of (per four (4) seats)

2
None
0.5
1 per resident manager, plus 1 per
100 leasable storage spaces
3.3
1.3
1

1. Where the computation of the number of required parking spaces results in a fractional number, only the
fraction of one-half or more shall be counted as one.

b. Shared Use and Remote Parking. By Special Permit, the Planning Board may determine that a
proposed development consisting of two or more uses located on a single parcel or adjacent
parcels will generate different hourly, daily and/or seasonal parking demand due to the varied
hours of operation of each use and frequencies of customer and employee occupancy of available
parking spaces. Under these criteria, the Planning Board may approve a site plan utilizing shared
parking.
(1) Shared Parking Plan. The applicant shall provide a parking space count and justification
analysis. Approved shared parking requires the construction of a lesser number of spaces,
provided that the applicant shall provide the Planning Board with a shared parking plan
which shall be based upon the following:
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i.

A complete and accurate description of the proposed uses, floor areas devoted to such
uses, the number of seats or rooms assigned to each use, and the days and hours of
operation of each use for each day of the week and for any seasonal variations in
operations.

ii.

A complete and accurate description of the number of employees and their respective
shifts.

iii.

A complete and accurate description of the projected total peak hour or daily period of
occupancy by patrons for each proposed use during weekdays, Saturday, Sunday and
any seasonal variations in peak hour or period of occupancy.

(2) Base Calculation of Shared Parking Space Reduction. In all cases except as provided in
Subsection B.1.d below (parking reduction methods), at least 66% of the number of required
parking spaces shall be provided.
(3) Alternative Calculation of Shared Parking Spaces Reduction. As an alternative to Subsection
1.b above, the minimum number of parking spaces for a mixed or multiple use development
where shared parking is proposed may be determined by an evaluation prepared by the
applicant following the procedures of the Urban Land Institute (ULI) Shared Parking Manual
(latest edition), the Institute of Transportation Engineers (ITE) Shared Parking Guidelines
(latest addition), or other approved procedures determined by the Planning Board. A formal
parking evaluation may be waived for small developments where there is established
experience with the land use mix and its impact on parking demand. If this evaluation
determines that a different parking demand is generated than would be required under
Subsection B.1.b above, the lesser amount shall be required by the Planning Board.
(4) Proximity of Shared Parking. Eligible shared parking spaces must be provided within 300
feet of the primary access for customers and 600 feet of employees.
(5) Legal Agreement. A contract, agreement, or other suitable legal instrument acceptable to the
Planning Board and Town Counsel shall be filed by the application which shall specify the
location of all spaces to be jointly used, the number of such spaces, the hours during the day
that such parking shall be available and the duration or limit, if any, on such parking.
(6) Discontinuation. Nothing in this section shall relieve the applicant from providing parking
facilities in accordance with this Section if subsequently the shared parking use agreement
shall terminate. In such cases, the applicant shall return to the Planning Board to provide an
alternative shared parking agreement or another method of relief acceptable to the Board.
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c. Limitations on Required Number of Parking Spaces.
(1) Limits on Surface Parking. Surface parking shall not exceed 100% of the required minimum
parking in the Table of Off-Street Parking Regulations above. Parking in excess of the
required parking limitation of this section may be granted by Special Permit from the
Planning Board pursuant to a demonstrated need by the applicant and that the following
additional review criteria are sufficiently addressed:
i.

The need for additional parking cannot reasonably be met through provision of onstreet parking, shared parking with adjacent or nearby uses, or other permitted off-site
reduction methods;

ii.

The proposed development demonstrates that its design and intended uses will
continue to support high levels of existing or planned transit and pedestrian activity;
and

iii.

The site plan indicates where additional parking can be redeveloped to a more
intensive transit supportive use in the future.

d. Methods of Reducing the Required Number of Parking Spaces. By special permit under the
criteria in Subsection B.1.f. below, the Planning Board may grant a Special Permit for the
following on-site parking reduction methods:
(1) On-Street Parking Credit. All commercial and mixed use properties located adjacent to a

public right-of-way where on-street parking is permitted may receive credit for one off-street
parking stall for each 20 linear feet of abutting right-of-way for parallel parking. This
provision shall be applied for on-street parking on the same side of the street as the proposed
land use, or on the opposite side of the street if the property on that side of the street does not
have the potential for future development. In considering credit for on street parking, all
fractional spaces are rounded down.
(2) Off-Site Public Parking Credit. On-site parking requirements may be reduced as determined

by the Planning Board if an off-street public parking lot of 20 spaces or more exists within
300 feet of the principal use, and the public parking lot has ample spaces available to serve
the immediate area as determined by a survey of peak hour occupancy and usage.
(3) Off-Site Employee Parking Credit.

On-site parking requirements may be reduced as
determine by the Planning Board if an off-site public or private parking facility is located
within a 700-foot walking distance of the site and has sufficient capacity to provide long-term
parking for employees. The applicant shall obtain permits, or provide a lease or sufficient
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legal agreement to the Planning Board and Town Board indicating the long-term security of
employee parking spaces.
(4) Proximity to Bus Transit. The Planning Board may approve a reduction for commercial and

residential uses in the minimum number of required on-site parking spaces where the main
entrance is within a 400-foot walking distance of an existing bus stop and shelter providing
both shade and seating. Walking distance is measured from the nearest entrance of the use to
the bus boarding location.
(5) Proximity to a Rail Transit Station.

The Planning Board may approve a reduction for
commercial and residential uses in the minimum number of required on-site parking spaces
where the main entrance is located within a 2,640-foot (half-mile) walking distance of a rail
transit station.

(6) Car-Sharing Program. The Planning Board may approve a parking reduction by up to 5

spaces for each car-share vehicle where an active car-sharing program is made available to
residents and/or employees; and where cars for the car-share program are available on the site
or within a 700-foot walking distance of the site.
(7) Carpooling /Vanpooling.

A reduction of up to 5% of required parking, based on
substantiated projections of reduction in parking demand, may be granted for any building or
use exceeding fifty thousand (50,000) square feet of gross floor area that institutes and
maintains a locally approved carpooling/vanpooling program. When permitted by the
Planning Board, the applicant shall note on the plans the Carpooling/Vanpooling Plan that the
Planning Board allows for and any reasons for allowing or requiring the deviation and/or
conditions of approval as deemed appropriate by the Planning Board. Allowed parking
reductions may be terminated immediately upon failure of the owner, operator, tenant, or
others responsible for such programs to maintain such programs in an ongoing and acceptable
manner.

(8) Shuttle Service.

A reduction of required parking may be grant based on substantiated
projections of reduction in parking demand, may be granted for any building or use that
institutes and maintains a continuous, personalized shuttle service. When permitted by the
Planning Board, the applicant shall note on the plans the Shuttle Service Plan that the
Planning Board allows for and any reasons for allowing or requiring the deviation and/or
conditions of approval as deemed appropriate by the Planning Board. Allowed parking
reductions may be terminated immediately upon failure of the owner, operator, tenant or
others responsible for such program to maintain such program in an ongoing and acceptable
manner.
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(9) Transportation Mitigation Plans. Transportation mitigation plans may be implemented in

conjunction with any use but shall be required for large scale parking facilities of twohundred fifty (250) spaces or more. New construction of large scale parking facilities, or any
change to existing uses that requires additional parking on site for large scale parking
facilities, may require the applicant employ parking mitigation to reduce the number of
surface parking spaces if determined appropriate by the Planning Board. Qualifying parking
mitigation shall include but not be limited to: structured parking, parking shuttles, employee
carpool plans, incentives for employees to use alternative transportation such as bicycles,
telecommuting plans for employees, shared parking, and other similar plans. The Planning
Board shall have the discretion to take into consideration mitigation for stormwater, surface
water impairment, the character of the neighborhood, traffic, pedestrian safety, landscaping,
and circulation.
(10) Curb Cut Reduction and Internal Connectivity. By Special Permit and at the discretion of the

Planning Board, on-site parking requirements may be reduced if one or more of the following
pedestrian safety improvements are made on site:
i. Permanently eliminates and/or significantly reduces the width of existing curb cuts in a
manner that improves the pedestrian safety and access control on a public street; or
ii Provides a perpetual agreement for one or more driveway consolidations or
interconnections that will alleviate traffic on a public street and facilitates shared use
of off-street parking
(11) Public Parking Reserve. In the Central Business District and in lieu of providing the total

minimum on-site parking required, the Planning Board may accept a permanent easement on
the property for the purposes of constructing public parking for all or a portion of required
on-site parking spaces. The reserve easement shall be subject to review and approval by the
Board of Selectmen.
e. Reserved Parking Areas.
(1) The Planning Board may require that an area equivalent to the total amount or a portion

thereof of the number of reduced on-site parking spaces be preserved and identified as
“Reserve Parking” on the site plan.
(2) The parking reserve area shall be equal to 300 square feet per reduced space required by the

Planning Board to be reserved on site and shall not be built on. The reserve parking spaces
shall be properly designed as an integral part of the overall parking development, and in no
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case shall any reserve parking spaces be located within areas counted as yard setbacks.
(3) If, after one (1) year from the date of issuance of a certificate of occupancy, the Planning

Board finds that all or a portion of the reserve spaces are needed, the Planning Board may
require that all or any portion of the spaces identified as reserve parking on the site plan be
constructed within a reasonable time period.
f. Special Permit Criteria for Parking Reductions. Off-street parking may be reduced by Special
Permit from the Planning Board if an applicant can demonstrate to the satisfaction of the Board
that fewer spaces meet all parking demands and the Special Permit Review Criteria as follows:
(1) Use of a common parking area for separate uses having peak demands occurring at different
(2)
(3)
(4)
(5)
(6)

times.
Age or other characteristics of occupants which reduce their auto usage.
The availability and reasonable proximity to public parking or transit.
The availability and reasonable proximity of long-term parking for employees.
Peculiarities of the use that make usual measures of demand invalid.
The decrease in number of required spaces will not create undue congestion, traffic hazards,
or a substantial detriment to the given business district or neighborhood, and does not
derogate from the intent and purpose of this section.

Walking distance is measured along a designated sidewalk or pathway to the nearest entrance of
the building, use, rail platform, or bus boarding location.
2. Location of Facilities
a. Proximity to Principal Use. Required off-street parking facilities shall be provided on the same
lot or premises as the principal use they are intended to serve, or on a lot in the same ownership
adjacent to such use except as provided for under Subsection B.1 above.
b. Parking in Required Setbacks. In districts requiring a front setback, no unenclosed parking area
shall be allowed within ten feet of a front lot line except on a residential driveway. In districts
where no front setback is required, parking areas shall be set back at least five feet from the front
lot line. Parking in an enclosed structure shall not be allowed in a required front setback but, for a
structure less than 12 feet in height, may extend into a side setback from the buildable portion of
the lot up to one-half the required side setback depth. Parking areas, except those associated with
single family dwellings in residential districts, shall be set back at least five feet from the side lot
lines in all other districts.
c. Setback from Building. No parking space shall be located within five feet of a building line.
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d. Stalls for Oversize Vehicles. In cases where the parking of vans, buses, or other vehicles
exceeding 8 feet in width and 18 feet in length is anticipated in connection with a proposed use,
stalls for the parking of such vehicles shall be of such dimensions as to accommodate the
specified type of vehicle.
e. Parking on Rights-of-Way. No parking area or aisles shall be laid out on land which is reserved
as a vehicular right-of-way, whether developed or undeveloped and whether public or private.
f. Parking Placement and Site Design. Each parking area hereafter devoted to the off-street parking
of fifteen (15) or more vehicles regardless of whether said parking area is required by this Bylaw,
shall comply with the standards as hereinafter set forth:
(1) On-Site Parking Placement. All off-street parking shall be located to the rear of the primary

building or a minimum of five (5) feet behind the front wall elevation of the building nearest
to the front property line and street right-of-way. A landscape buffer of at least five (5) feet
wide shall also be installed to screen parking areas from the street. On-site parking
placement shall be provided in accordance with the design standards and guidelines below.
PARKING PLACEMENT STANDARDS

Rear Parking Placement with Side Access
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Side Parking Access with Front and Side Access
(2) Parking in Front of Building/Non-Residential and Mixed Use.

By special permit, the
Planning Board may waive the requirement under Subsection f. (1) above and permitted
parking in the front yard under the following conditions:
i.

Targeted Rehabilitation Site. A project involving the renovation of an existing
building and site where parking currently exists in front of the building.

ii

Teaser Parking. In all districts except Single Residence, off-street surface
parking may be allowed in front of the primarily building front elevation line if
located a minimum of ten (10) feet from the street line, and screened with
sufficient landscaping. In this case, the portion of the parking lot located in front
of the primarily building shall be limited to one (1) double row of vehicles and
associated parking aisle.
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TEASER PARKING (IN FRONT YARD SETBACK)

iii

Street Side Parking. Where not provided within the public street right-of-way
and in Business and Commercial Districts, parallel or angled parking may be
provided on a privately-owned lot directly adjacent to the public street right-ofway in combination with: a 5-foot planting strip (minimum) with street trees
planted 40 feet on center; and a 5-foot minimum concrete sidewalk connecting
extending to abutting lots and to the primary building on-site.

STREET SIDE PARKING (IN FRONT YARD SETBACK)

(3) Internal Sidewalk Connectivity.

An internal sidewalk shall be provided for off-street
parking lots with twenty (20) or more spaces. Internal walkways shall be provided in
appropriate locations on the site and shall be clearly recognizable through the use of raised,
textured or color surface treatments. Internal walkways shall connect to the public sidewalk
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where abutting the property and provide safe pedestrian access to the primary use entrance
and on-site parking area.
PEDESTRIAN ACCESS STANDARDS

A = Public Sidewalk; B = Internal Sidewalk; C = Landscape Strip; D =
Aisle End Cap Planter; E = Internal Crosswalk

(4) General Site Access, Connectivity, and Parking Design Guidelines. The building should be

brought forward as close to the street as possible, with parking and other services tucked
around the side and back. This helps to define the identity of the street and gives the
business maximum public exposure. The parking area should be designed in regular,
rectangular shapes. Irregular wedge shaped parking areas created by following angled
property lines should be discouraged. Only the minimal amount of paved area necessary to
meet the requirements should be provided.
GENERAL SITE ACCESS, CONNECTIVITY AND PARKING DESIGN GUIDELINES
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The primary building entry should always be placed at the front of the building (facing
the front lot line) and be clearly identifiable from the street. In this example, an entry
vestibule is created which faces the front, side and rear parking area simultaneously.
Parking should be placed at the side or rear of the lot and screened from view whenever
possible. Where possible, break the parking areas up into groups of no more than 20
spaces per area (35 for large development projects) separated by landscaping areas.
Place as much of the building width at the front of the lot as possible to maximize front
façade exposure to the traveling public. The front façade should be kept parallel to the
street.
To reinforce the “street-edge”, align with adjacent buildings which are also close to the
front setback line. Landscaping can also be used to reinforce this line.
Whenever possible, attempt to link with adjacent parking lots or provide shared parking
areas which can serve neighboring buildings simultaneously. This provides a secondary
means of access to the site and can ease congestion on the main road.
Provide sidewalks for the full width of the property with a direct link to the primary
building entry.
Loading docks, service areas and trash facilities should be located at the rear of the
building and not visible from the street. Fences, walls or landscaping can be used to
shield them from view.
Incorporate any existing, older trees into new site plan development whenever possible
to reduce waste and utilize good shade trees.
Minimize the amount of curb-cuts by having a single driveway in and out of the
property from the main road whenever possible. Secondary access points from side
roads are encouraged. Curb cuts should only be as wide as necessary to accommodate
needed lanes. Curb radiuses should be kept to a minimum.
Landscaped islands and other green space should be consolidated into useful areas, and
not just narrow strips of grass or plantings.

3. Design Standards
All parking facilities shall comply with the following design standards:
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a. Dimensions of Stalls and Aisles. The minimum dimensions of stalls and aisles shall be as follows:
Refer to Parking Table, below, for corresponding Dimensions
A = Parking angle
B = Distance from stall to curb
C = Aisle width
D = Curb length per car
E = Stall depth
F = Stall width

A
F
C
B

E
D

PARKING STALL AND AISLE DESIGN TABLE1
A
Parallel
30
45
60
70
80
90

B
8.0
16.4
18.8
19.9
19.9
19.2
18.0

C2
12.0
12.0
14.0
18.0
19.0
22.0
22.0

D
18.0
12.7
10.4
9.6
9.1
9.0

E
22.0
18.0
18.0
18.0
18.0
18.0
18.0

F3
9.0
9.0
9.0
9.0
9.0
9.0
9.0

1. Linear measures in feet; angular measures in degrees
2. Providing access to stall for one-way use only. For two-way use, the minimum width shall be 20 feet or the aisle width
required in column C above, whichever is greater.
3. End stalls restricted on one or both sides by curbs, walls, fences, or other obstructions shall have a minimum width of ten
feet, and maneuvering space at the aisle end of at least five feet in depth and nine feet in width.
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b. Vehicular and Pedestrian Circulation. Pedestrian walkways, driveways, and parking areas shall
be designed with respect to topography, integration with surrounding streets and pedestrian ways,
number of access points to streets, general interior circulation, adequate width of drives, and
separation of pedestrian and vehicular traffic so as to reduce hazards to pedestrians and motorists.
c. Stall Layout. Required parking facilities shall be designed so that each motor vehicle may
proceed to and from its parking space without requiring the movement of any other vehicle. The
Planning Board may waive such requirement for parking facilities under full-time attendant
supervision. In no case shall stalls be so located as to require the backing or maneuvering on to
the sidewalk or into a public or private way upon entering or leaving the stall.
d. Special Parking Types and Standards. Each required off-street parking space shall be designed
so that any motor vehicle may proceed to and from said space without requiring the moving of
any other vehicle. Exceptions to this requirement as well as other special parking types are
provided for below:
(1) Compact Cars. Compact car spaces shall have the minimum dimensions set forth in the

following table and may be used to satisfy up to a maximum of 30% of the off-street
parking spaces required. Such spaces shall be designated for "Compact Cars Only" by signs
or pavement markings.
(2) Alternative Fuel Vehicles. In each parking lot or structure containing over 100 parking

spaces, at least 2 spaces within the 10 spaces closest to the primary entrance to the building
must be reserved for a hybrid or electric vehicle, and must have a sign indicating that
reservation.
(3) Drive-Through Vehicle Stacking. A restaurant with a drive-through must provide at least 4

queuing spaces, measured from the first pick up window. A bank with a drive-through must
provide at least 3 queuing spaces per drive-through lane, measured from the teller box or
window. All other uses will be determined by the Building Commissioner.
(4) Parking for Disabled Persons. Parking facilities shall provide specially designated parking

stalls for the physically handicapped in accordance with the Rules and Regulations of the
Architectural Barriers Board of the Commonwealth of Massachusetts Department of Public
Safety or any agency superseding such agency. Stalls shall be at least eight feet (8') wide
with an adjacent access aisle at least five feet (5') wide. Parking access aisles shall be part of
an accessible route to the building or facility entrance. Painting of the paved area for the
dedicated parking spaces alone shall not be sufficient as the sole means of identifying these
spaces. Handicapped stalls shall be clearly identified by a sign stating that such stalls are
reserved for physically handicapped persons. Said stalls shall be located in that portion of
the parking facility nearest the entrance to the use or structure which the parking facility
serves.
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HANDICAPPED PARKING STANDARDS

(5) Stacked or Valet Parking.

By Special Permit, the Planning Board may allow valet or
staacked parking if an attendant is present to move vehicles. If stacked parking is used for
required parking spaces, a written guarantee must be filed with the Town ensuring that an
attendant will always be present when the lot is in operation. The requirements for minimum
or maximum spaces continue to apply for stacked parking.
TANDEM AND STAKED PARKING STANDARDS

(6) Tandem Parking. By Special Permit, the Planning Board may be allow tandem parking under

the following conditions:
i. Single-family residential projects, multi-family projects, and the residential
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component of mixed-use projects.
(a) Tandem spaces shall be assigned to the same dwelling unit.
(b) Tandem parking shall not be used to provide guest parking.
ii. Two parking spaces in tandem shall have a combined minimum dimension of 9 feet in
width by 30 feet in length.
iii. Up to 75 percent of the total off-street parking spaces provided may incorporate
tandem parking.
e. Entrance and Exit Driveway. For facilities containing fewer than five stalls, the minimum width
of entrance and exit drives shall be 12 feet for one-way use and 18 feet for two-way use, and the
maximum width 20 feet. Single family dwellings shall have a minimum driveway entrance of 12
feet. For facilities containing five or more stalls, such drives shall be a minimum of 12 feet wide
for one-way use and 20 feet wide for two-way use. The minimum curb radius shall be 15 feet.
The maximum width of such driveways at the street line shall be 24 feet in Residential Districts
and 30 feet in all other districts. The Planning Board may modify such width and radius
limitations when a greater width would facilitate traffic flow and safety. All such driveways shall
be located and designed so as to minimize conflict with traffic on public streets and provide good
visibility and sight distances for the clear observation of approaching pedestrian and vehicular
traffic. No portion of an entrance or exit driveway at the street line shall be closer than 25 feet
from an intersection in a Residential District, or 35 feet from an intersection in any other District.
Distance shall be measured from the edge of the driveway to the extension of the nearest street
line of the intersecting street. In the case of a state highway, no Building Permit shall be issued
until a State Entrance Permit has been issued for the current use.
f. Surfacing, Drainage, and Curbing. Parking areas shall be graded, surfaced with asphalt, concrete,
or other suitable non-erosive material, and drained in a manner deemed adequate by the Planning
Board to prevent nuisance of erosion or excessive water flow across public ways or abutting
properties, and natural drainage courses shall be utilized insofar as possible. Design standards
and specifications shall be those of Section VII.C. of the Rules and Regulations governing the
subdivision of land in the Town of Framingham. Stalls shall be clearly marked to indicate the
spaces to be occupied by each motor vehicle, in accordance with the dimensions specified in (a)
above. Curbing, with the addition of guard rails wherever deemed necessary by the Planning
Board, shall be placed at the edges of surfaced areas, except driveways, in order to protect
landscaped areas and to prevent the parking of vehicles within required setback areas. Entrance
and exit driveways shall be clearly defined by curb cuts, signs, and striping. All curbing installed
within the public way of such driveways shall be of granite.
g.

Pervious Parking Materials. As an alternative to impervious surfacing materials, turf grid
systems, pervious pavers, gravel and similar parking materials may be allowed for supplemental
parking areas where excess parking is necessary on a temporary basis in addition to required off-
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street parking. Some specific applications may include places of worship, parks and recreation
facilities, or public and private schools. Off-street parking facilities surfaced with pervious
materials may be allowed by Special Permit from the Planning Board as an alternative to
impervious materials on required parking areas under the following conditions:
(1) Driveway aprons from a public street shall be an acceptable impervious material for the

first 20 feet;
(2) Parking surfaces shall be so maintained such that the pervious material does not constitute a

nuisance by virtue of its appearance or condition and is graded in a level condition; and
(3) Selected materials shall comply with the drainage requirements for stormwater runoff set

forth in the Town Subdivision Regulations.
h. Lighting. Lighting shall not be directed or focused such as to cause direct light from the
luminaire to be cast toward buildings on adjacent or nearby land, or to create glare perceptible to
persons operating motor vehicles on public ways. The luminaire shall be redirected, shielded, or
its light output controlled as necessary to eliminate such conditions. There shall be no light
trespass by a luminaire beyond the property boundaries of the lot on which it is located. Further,
lighting shall be designed to complement the character of the Town or neighborhood.
(1) Wall Mounted Fixture - The Planning Board may permit a wall mounted fixture attached to

the exterior of a building or structure for area lighting at a maximum mounting height of
fifteen feet (15’) above the finished grade if the Planning Board determines such action is
in the public interest. A Wall Mounted Fixture shall be shielded to control glare.
(2) Pole Mounted Fixture - The Planning Board may permit a pole mounted fixture height up

to twenty-five feet (25’) above the finished grade if the Planning Board determines such
action is in the public interest. All bases shall be flush with the ground and located in
landscaped areas setback a minimum of three feet (3’) from the curbline. The Planning
Board may permit lamp(s) of up to 1200 watts per pole mounted fixture and up to four (4)
pole mounted fixtures per luminaire if the Planning Board determines such action is in the
public interest.
(3) Ceiling Mounted Fixture - A luminaire mounted on an exterior ceiling such as under a

canopy shall be mounted with the refractor or lens flush with or recessed in the ceiling or
fixture.
(4) Security Lighting - Low-level lighting sufficient for the security of persons or property on

the lot is permissible, provided the average illumination on the ground or on any vertical
surface is not greater than one half (.5) footcandle.
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Based upon the nature of the application the Planning Board may impose reasonable
requirements or limitations to minimize the impacts on abutting properties or uses. The Planning
Board reserves the right to limit and regulate the amount and timing of illumination on a project
site.
i. Bicycle Parking Facilities. It is the intent of this section to provide bicycle and pedestrian access
to employment, commercial destinations, and other transportation alternatives. Safe and adequate
bicycle facilities should be provided that encourage the use of bicycles as an alternative to motor
vehicle transportation, thereby reducing traffic congestion, influencing modal split, and
increasing the safety and welfare of residents.
(1) Multifamily. All developments with 10 or more multifamily units must provide at least one
indoor covered bicycle parking space for every 5 dwelling units unless an alternative is
approved by the Building Commissioner.
(2) Nonresidential. All nonresidential uses must provide the following minimum bicycle
parking spaces unless an alternative is approved by the Building Commissioner.
Size of Use
0 to 5,000 square feet of gross floor area
5,001 to 10,000 square feet of gross floor area
10,001 to 30,000 square feet of gross floor area
30,001 square feet or more of gross floor area

Required Spaces
2
3
4
6

i. Required bicycle parking spaces must be publicly accessible and be located no more
than 100 feet from the building entrance the bicycle parking space is intended to
serve.
ii. Required bicycle parking spaces may be placed on private property or within the
public right-of-way. Facilities in the right-of-way must be approved by the Building
Commissioner, as applicable.
(3) Bicycle Parking Facilities. Bicycle parking may be provided through various types of
facilities, provided the facility meets the following:
i. Each required bicycle parking space is at least 2 feet by 6 feet.
ii. Bicycle racks are securely anchored, are easily usable with both U-locks and cable
locks and support a bicycle at two points of contact to prevent damage to the bicycle
wheels and frame.
iii. Where a bike can be locked on both sides without conflict, each side can be counted
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as a required space.
iv. Spacing of the racks provides clear and maneuverable access.
j.

Structured Parking. Parking facilities provided in an enclosed structure shall be subject to the
provisions of this Section, except for Subsection B.4 – Landscasped Open Space in Parking
Facility. Structured parking may be connected directly to the primary building and may exceed
the required number of spaces under Subsection B.1 if the excess spaces are leased to
surrounding uses within 700 feet. By Special Permit, the Planning Board may allow for parking
structures as provided for below:
(1) Parking Garage Requirements. Parking garages are permitted to the height allowed in the

corresponding Zoning District. Parking garages shall be screened from public right-of-ways
or, in those instances where screening is not possible, the parking garage shall be given an
architecturally articulated street edge with clearly defined openings.
(2) Basement of Podium Parking Requirements. Podium parking may be used in those locations

where either topography or density encourages siting parking beneath one or more buildings.
Basement or podium parking is intended to have minimal reveal along mapped frontages
except at vehicular entry points and shall have either buildings or active uses atop the
structure except where circumstances deem such uses unfeasible, as determined by the
Building Commissioner.
(3) Tuck-Under Parking Requirements. Tuck-Under parking occurs in buildings where enclosed

parking is desired underneath a building. Tuck-under parking facilities are not permitted to be
visible or accessible from the addressing street and shall be accessed from only an alley or
interior portion of a lot.
i. Buildings incorporating Tuck-Under Parking shall either by 5 feet from the rear
property line or 18 feet but nothing above or in-between.
ii. Garage entries are not permitted onto any street type other than an alley.
iii. Garages shall be screened from view along any public street.
g. Special Permit for Relief to Off-Street Parking Design Standards. A special permit may be
granted by the Planning Board to alter the Design Standards for parking facilities as set forth
under Section IV.B. 2., 3. and 4. Any space saved under a special permit for Dimensional Relief
to Off Street Parking Design Standards shall be used for landscaped open space in addition to
that required in the Zoning By-Law.
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4. Landscaped Open Space in Parking Facility
a. Applicability. Landscaping in off-street parking areas with 15 parking spaces or fewer shall
include one tree per five parking stalls. Off-street parking areas with more than 15 parking trees
shall be in accordance with Subsection B.4 below.
b. Tree Planting and Species Requirement. The species of tree used within the off-street parking
areas will be selected from the Street and Canopy Tree Palette below. The speciies of trees used
in perimeter and buffer areas will be selected from the Street and Canopy Tree Palette and the
Public Space Tree Palette below. These species of trees were selected for there tolerance for salt,
low water, and hardiness in zones 6a and 6b.
STREET AND CANOPY TREE PALETTE*
Latin Name

Common Name

Acer rubrum

Red Maple

Betula nigra

River Birch

Celtis occidentalis

Common Hackberry

Cercidiphyllum japonicum

Katsura Tree

Ginkgo biloba

Ginkgo (male only)

Gleditsia triacanthos var. inermis

Thornless Honey Locust

Liquidambar styracifolia

Sweetgum

Platanus acerifolia ‘Bloodgood’*

London Plane tree

Platanus occidentalis

Sycamore

Quercus acutissima

Sawtooth Oak

Quercus coccinea

Scarlet Oak

Quercus muhlenbergii

Chinquapin Oak

Quercus palustris

Pin Oak

Quercus phellos

Willow Oak

Quercus rubra

Red Oak

Quercus velutina

Black Oak

Sophora japonica ‘Regent’*

Japanese Pagoda Tree

Tilia Americana

Basswood/American Linden

Tilia cordata ‘Greenspire’*

Greenspire Littleleaf Linden

Tilia euchlora

Crimean Linden

Tilia tomentosa

Silver Linden

Ulmus americana ‘libertas’*

American Liberty Elm

Ulmus hollandica ‘Groenveldt’*

Groenveldt Elm

Ulmus parvifolia
Chinese/Lacebark/Drake Elm
* Larger canopy trees with a mature height above 60 feet and
appropriate for Hardines Zone 6a and 6b
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PUBLIC SPACE TREE PALETTE*
Latin Name

Common Name

Acer palmatum cultivars

Japanese Maple

Cerus canadisis

Redbud

Cornus florida cultivars

Dogwood

Cornus kousa

Kousa Dogwood

Lagerstroemia indica

Crepe Myrtle

Magnolia spp.

Magnolia

Malus spp. (improved varieties)

Crabapple

Prunus spp.

Flowering Cherry and Plum

Taxodium distichum

Bald Cypress

Acer nigrum

Black Maple

Carya illinoinensis

Pecan

Carya laciniosa

Shellbark Hickory

Carya ovata

Shagbark Hickory

Ilex vomitoria

Yaupon Holly

Juglans nigra

Black Walnut

Liriodendron tulipifera

Tulip Poplar

Pistacia chinensis

Chinese Pistache

Taxodium ascendens

Pond Cypress

Zelkova serrata

Japanese Zelkova

In addition to the Street and Canopy Trees, the following trees may be
placed within frontages along street, civic areas, and passive and active
recreational areas.

c. Standards for Landscaping Within Parking Areas.
(1) Sections. Parking areas shall be broken into sections not to exceed one hundred forty (140)

cars per section. Sections shall be separated by landscaped buffers to provide visual relief. At
a minimum, the buffers shall consist of islands which shall be a combination of “divider
islands” and “terminal islands”.
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A = Divider Island and Interior Pedestrian Access; B = Perimeter Landscaping Area; C = Interior Landscape
Island; D =Distance between Interior Landscape Islands; E = Interior Access Way; F = Distance between
parking stall and interior access way; G = Terminal Island

(2) Divider Islands: The following design standards shall apply to divider islands:

i.
ii.
iii.

At least one landscaped divider island shall be provided for every four (4) parallel
rows of parking.
Trees shall be spaced not more than forty (40) feet on center.
Shrubs, bushes, and other ground cover shall be installed on pervious surfaces and
maintained as appropriate.

(3) Interior Islands. Each landscaped island shall have a minimum area of one hundred fifty

(150) square feet and shall consist of pervious landscaping. Curbing, at least five (5) inches in
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height, shall surround each landscaped island as protection from vehicles. No tree shall be
planted less than four (4) feet from the curbing.
(4) Terminal Islands. The following design standards apply to terminal islands:

d.

i.

Terminal islands shall be used either (1) to separate parking spaces from driveways
and other vehicular travel lanes, or (2) to break up large numbers of parking spaces in
a single row of spaces.

ii.

Landscaped terminal islands shall be provided at the ends of rows of parking where
such rows are adjacent to driveways or vehicular travel lanes. In addition, terminal
islands shall separate groups of parking spaces in a row, such that no continuous line
of adjoining spaces contains more than twenty-five (25) parking spaces.

iii.

As an alternative to separating groups of parking spaces with small internal terminalislands, additional landscaped area may be provided. Such additional landscaped area
shall be provided as additional depth in the permiter landscaped area (above the
minimum depth otherwise required in Subsection B.4.d. below), terminal and divider
islands adjacent to rows exceeding twenty-five (25) spaces, and shall be provided at a
ratio of at least 1.2:1.0. However, no more than thirty-five (35) adjoining parking
spaces may be provided in a row of spaces, regardless of the size of the landscaped
islands at the ends of the row.

iv.

Terminal islands shall contain two (2) shade trees when abutting a double row of
parking spaces.

v.

Landscaped terminal islands may contain grass, groundcover and evergreen shrubs
planted in a pattern that doesn’t inhibit visibility from a vehicle or on foot and
prevents damage due to pedestrian traffic.

Perimeter Landscaping Area. The perimeter of all parking areas shall be surrounded by a
landscape area as follows:
a. Surface parking areas shall provide minimum perimeter landscaping of at least five feet
along each side property line, and increased to a fifteen foot minimum width where
adjacent to existing residential districts.
b. In addition, all parking area perimeters adjacent to any public street shall provide a
continuous landscaped area a minimum depth of 15 feet. Landscaped berms, hedgerows,
shrubbery or any combination may be used as appropriate to fulfill this requirement. In
the Central Business District, hardscape plazas can be substituted for landscaping
between the primary building and the public sidewalk.
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c. Street, canopy and shade trees shall also be installed as identified in Subsection B.4.a.
above. Tress shall be planted at an average distance not to exceed 40 feet on center and
aligned parallel three to seven feet behind the property line.
d. Breaks for pedestrian and vehicle access are allowed.
e. Protection From Damage. In order to preserve landscaped open space from damage by parking
cars and snow removal operations, bumper overhang areas shall be provided with permeable
ground cover that will not be damaged by bumpers or vehicle drippings and all landscaped open
space shall be provided with suitable curbing.
f. Stormwater Best Practices. Sustainable Design and Low Impact Development (LID) methods and
techniques are encouraged in designing and constructing surface parking areas as a means to
improve the infiltration and quality of stormwater. Rain gardens shall be designed to meet LID
standards and other applicable and may be designed without curbing where appropriate.
(1) Permitted Applications. Stormwater Best Management Practices (BMP’s) include:

i.
ii.
iii.
iv.
v.
vi.
vii.
viii.

Bioswales
Pervious Pavers
Underground Storage
Green Roofs
Rainwater Use for Irrigation
Shared Parking/Stormwater Facilities
Infiltration Parks
Tree Canopy/Ground Cover

(2) Bioswales and Rain Gardens. These applications shall be designed to meet LID standards

and other applicable stormwater management Best Management Practices (BMP’s) and may
be designed without curbing where appropriate.
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(3) Increase of Impervious Areas. Notwithstanding the limitation on paved areas set forth

elsewhere in this section, a landscaped island may be up to thirty-three per cent (33%)
impervious surface, provided that all such area is used for pedestrian walkways and that such
walkways are adequately buffered from the parking areas.
(4) Use of Porous Paving Materials. In order to minimize the amount of storm water runoff from

paved areas, the use of porous paving materials is encouraged where feasible.
g.

Waiver. The Planning Board, with respect to existing parking lots and landscaped islands, may
waive the provisions of Section IV.B.4.a., b., c., and d. if the Board determines that literal
compliance is impracticable and the existing landscaped islands are consistent with the purpose
of this By-Law. Developments exempt from site plan review are encouraged to meet these
standards.

5. Maintenance of Parking Areas
No required parking facility shall be used for servicing, repair, storage, or display of merchandise or
vehicles for sale or rental or for any other purpose that interferes with its availability for required
parking. Parking facilities and required screens and landscaping shall be continuously maintained in
good condition and appearance. Whenever necessary, surfacing, lighting, barriers, markings, and
planting materials shall be repaired or replaced with new materials to insure continued compliance
with provisions of this Article. Failure to maintain the same shall be considered a violation of this ByLaw and shall be subject to the enforcement procedures contained in Section V herein.
6. Special Provisions for Central Business District and Neighborhood Business District
a.

Purpose. The purpose of this section is to further the intent of the Central Business (CB) district,
which is to preserve the area as the Town's financial, civic, and government center, and to
promote general and special retail uses in a compact area, and to further the intent of the
Neighborhood Business District (B-1), which is to reinforce the historic development pattern of
the Town’s traditional commercial centers.

b. Exemptions.
(1) Exemption by Downtown Parking Relief Permit.

In the Central Business District, a
downtown parking relief permit may be granted by the Building Commissioner when an
existing building is proposed for reuse, in order to provide parking regulation relief from the
minimum number of spaces required in Section IV.B.1.(a) herein, and from the proximity
requirements specified in Section IV.B.2.(a) herein. Such downtown parking relief permit
may be obtained, following application to the Building Commissioner, only under the
following circumstances: (1) the floor area of the building to be reused has not been
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increased; (2) the proposed reuse occupies less than 8,000 square feet of floor area; (3) the
proposed reuse results in the requirement for no more than ten parking spaces above the
number of spaces required under this By-Law prior to the proposed reuse; (4) no physical
alteration to an existing parking lot or facility is proposed; and (5) the proposed reuse is not
subject to Section IV.I. Site Plan Review under the Planning Board. Decisions under this
subsection by the Building Commissioner may be appealed to the Planning Board via an
application for a special permit, as provided below. All other requests for parking relief from
the required number of parking spaces and parking proximity requirements in the Central
Business District shall be by special permit as provided below.
(2) Exemption by Special Permit. In the Central Business district and Neighborhood Business

District a special permit may be granted to exempt new development, substantial reuse (8,000
square feet and over), and building or use expansion from the minimum number of spaces
required in Section IV.B.1(a) herein, and from the proximity requirements specified in
Section IV.B.2(a) herein. The Planning Board shall be the Special Permit Granting Authority
(SPGA) for special permits under this section.
(3) Payment to Public Parking Fund. In the Central Business District and in lieu of providing

the total minimum on-site parking required, the Planning Board may accept a one-time
payment per required parking space for all or a portion of required on-site parking that would
be committed to a fund for the construction of public parking in the district. The Board of
Selectmen shall establish the amount of payment required per parking space.
c. Contents of Application.
(1) Parking Plan. An application for a special permit under this section shall include a Parking

Plan including all information specified in Section IV.I.5, paragraph 1. herein, regardless of
the number of parking spaces proposed to be provided; or, if the proposed development is
subject to the Site Plan Review provisions of this By-Law under Section IV.I.2.b. or 2.c, an
application for Site Plan Review containing all information specified in Section IV.I.5.
(2) Legal Agreement for Use. Where off-street parking facilities are to be provided upon private

premises not owned by the applicant, an application for a special permit under this section
shall also include executed instruments establishing to the satisfaction of Town Counsel that
the applicant has sufficient legal interest in such premises to assure their permanent
availability for off-street parking in connection with the proposed use.
d. Procedure for Special Permit.
(1) The procedure for application, review, hearing, and decision shall be in accordance with the

procedure for all special permits as set forth in this By-Law.
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(2) The public notice and hearing process required for the special permit application shall be

concurrent with the Planning Board's Site Plan Review, if applicable. In the case of a
proposed development subject to Site Plan Review, the Planning Board shall hold a
combined public hearing for both the special permit and the site plan review application.
e. Conditions for Approval of Special Permit. The SPGA shall not approve an application for a
special permit under this section unless it finds that in its judgment all of the following conditions
are met:
(1) The exemptions requested are consistent with the conditions for all special permits specified

in Section V.E.3.(a) of this By-Law.
(2) There are adequate parking facilities of reasonable proximity to the premises.

f. Effect of Special Permit. A special permit granted under this section shall constitute the granting
of an exemption from the minimum number of spaces requirement, or the proximity requirement,
or both; and shall be deemed to be based on a specific plan or application for Site Plan Review, as
applicable. Subsequent amendments to the approved plan or Site Plan Approval require
amendment of the special permit.

C. OFF-STREET LOADING
1. Applicability
The requirements of this section shall apply to individual users of new and substantially altered
structures, provided that when a building existing on the effective date of this By-Law is altered or
expanded so as to increase the gross floor area by at least 5,000 square feet, only the additional gross
floor area shall be counted toward the off-street loading requirements.
2. Table of Off-Street Loading Regulations

Principal Use
Institutional Uses
Dormitory and Hotel or Motel
Recreation and Entertainment Uses
Restaurant and Fast Food
Office Uses
Retail Services
Personal and Consumer Services
Vehicular Services
Industrial Uses
Wholesale and Storage Uses

First loading facility
required for area below
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5,000
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3. Location and Design
Off-street loading facilities shall be located and designed in the following manner:
a. Loading Bays. Each required loading space shall be at least 12 feet wide and 25 feet long,
exclusive of drives and maneuvering space, and shall be located entirely on the lot being served.
All lighting, surfacing, drainage, and maintenance of loading facilities shall be provided in the
same manner as off-street parking facilities, as specified in Section IV.B.3 (f), (g) and (h), and
Section IV.B.5. Loading bays shall be enclosed in a structure if located within 50 ft. of a
Residential District and if the use served by such bay(s) involves regular night operations, such as a
restaurant bakery, hotel, bottling plants, or similar use.
b. Exemption by Special Permit. The Planning Board may modify by special permit the provisions
of this section if said Board determines that literal compliance is impracticable due to the nature of
the use or the location, dimensions, or grade of the lot.

D. INSTITUTIONAL PARKING PLANS
1. Intent
It is the intent of this part to: ensure that public streets in nearby neighborhoods are not unfairly
burdened by parking demands from post-secondary educational or medical institutions; and,
recognize the unique ability of institutions to manage their own parking resources in a
comprehensive and creative way.
2. Applicability
Each post-secondary educational or medical institution shall provide off-street parking and loading
facilities consistent with its needs according to the standards specified in this section. In order to
accomplish the intent of this section, each such institution, either individually or collectively, shall
prepare, maintain, and monitor a comprehensive parking management plan for their respective
campus or institution.
3. Institutional Parking Management Plans.
In addition to the requirements above, an Institutional Parking Management Plan should include the
following:
a. Information specifying the proposed number of students (full-time, part-time, commuter, on-

campus, off-campus, and continuing education), faculty and staff (full-time and part time),
patients and visitors being served by the institution and anticipated over the ensuing fiveyear period.
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b. An analysis of the anticipated parking demand by user group, time of day and/or demand by use;
c. Information specifying the number and composition of the institution's vehicle fleet, where

these vehicles are regularly kept, and designated "service vehicle-only" parking;
d. Programs, policies, or incentives used to reduce or manage the demand for parking which may

include but are not limited to:
(1) Policies which restrict and/or prohibit the bringing of vehicles to the institution for various

users or groups of users;
(2) Programs to encourage the use of public transit, walking and bicycling;
(3) Implementation of a parking permit system to allocate parking throughout the system; and,
(4) Implementation of a monitoring, compliance and enforcement system to measure and ensure
compliance with the plan.
e. Review and Approval of Institutional Parking Management Plans. Such a plan shall require

review and approval by the Planning Board after a public hearing. In order to approve a proposed
Institutional Parking Plan, the Board shall find:
(1) the proposed Institutional Parking Plan adequately serves existing and proposed development

by the institution(s);
(2) the proposed Institutional Parking Plan more effectively meets the intent of this Article and
the goals of the municipal development plan than would strict adherence to the underlying
requirements of this Article.
Such a plan, if approved by the Planning Board, shall be applicable for a period not to exceed
five (5) years, and may be amended as necessary pursuant to the requirements of this Part. The
institution shall provide a report annually to the administrative officer regarding the
implementation and performance of the approved plan.
f.

Review and Approval of Applications for Future Development. In reviewing any application for
development from a post-secondary educational or medical institution, the Planning Board shall
find that the proposal is consistent with an approved Institutional Parking Plan. Any development
proposed by a post-secondary educational or medical institution that is found not to be consistent
with an approved Institutional Parking Plan shall only be approved pursuant to the underlying
parking requirements of Section IV.B.
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